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Introduction 



Your C82362*, C82363*, or C82364* EPSON Type B Ethernet Interface 
Card lets you connect your EPSON printer directly to your network. 

The Ethernet card supports IEEE 802.2, IEEE 802.3, Ethernet II, and 
Ethernet SNAP network frame types, and automatically selects the 
correct interface when it connects to the network. Thus, you can print 
using networks in the following environments: 

□ Microsoft® Windows® 

□ Apple® Macintosh® 

□ UNIX 

□ IBM® OS/2 

The EPSON Net!2 software lets you quickly and easily configure the 
interface card to use the following protocols: 

□ Novell® NetWare® 

□ Microsoft IPX/SPX 

□ Microsoft TCP/IP 

□ EtherTalk® 

□ NetBEUI and TCP/IP for OS/2 Warp® and Warp Connect 
Note: 

□ This manual is written for network administrators, and many of the 
steps included here require detailed network knowledge and 
administrator rights. The term" Administrator" is synonymous with 
"supervisor" in this manual. 

□ The C82363* and C82364* Ethernet cards do not support Level 1 
printers. 

□ The protocols that the Ethernet card can use may vary depending on the 
operating systems used and network configuration. 

See page 8 for an overview of installation steps. 
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Cautions and Notes 

Cautions must be observed to avoid damage to your equipment. 

Note: 

Notes contain important information and useful tips on the operation of the 
Ethernet card. 



Enclosed Items 

Your interface package includes: 

□ The EPSON C82362*, C82363*, or C82364* Ethernet card 

□ Software CD-ROM including: 

EPSON Net!2 for Windows 
EPSON Net!2 for Macintosh 
EPSON Status Monitor 2 (Ver. 2.0) 
Microsoft Internet Explorer"' 

□ Warranty sheet 

□ A coaxial Y-connector for 10Base2 (for C82362* only) 

□ An AC adapter, model EU-30 (for C82364* only) 

mm Caution: 

m - m For the C82364* Ethernet card, only use the model EU-30 AC 
adapter. 

Note: 

You need a network connection for your Ethernet card and an EPSON 
printer. For the C82362* card, use a 10Base2 cable with the included coaxial 
Y connector (and terminator, if necessary) or WBaseT cable with an R]-45 
connector. For the C82363* or C82364* card, use category 5, lOBaseT or 
100BaseTX cable with an RJ-45 connector. 
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Operating Environments 



Supported operating systems and network protocols 

See the following chapters for more information. 

□ NetWare 3. lx/4.1x and IntranetWare ► Chapter 4 
Print Server and Remote Printer mode 

NetWare 4.1x and IntranetWare (NDS 
and Bindery Emulation) 

□ Macintosh ► Chapter 5 
System 7.1, 7.5, 7.5.1, 7.5.2, 7.5.3, 7.5.5 

Mac OS 7.6, 7.6.1, 8.0 
AppleTalk 

□ Windows® 95 and Windows® 98 ► Chapter 6 
Printing via EPSON Status Monitor 2 (TCP/IP) 
Microsoft Windows Network (NetBEUI) 

□ Windows NT® 3.51 /4.0 ► Chapter 7 
LPRport (TCP/IP) 

Microsoft Windows Network (NetBEUI) 

□ OS/2 Warp 3/4 (OS/2 Warp Connect 

and OS/2 Warp Server) ► Chapter 8 

lprport (TCP/IP) 
Share Printer (NetBEUI) 

□ UNIX ► Chapter 9 
Sun OS 4.1.4 or later: SPARC 

SunSoft Solaris 2.4 or later: SPARC and x86 
SCO UNIX 4.2 or later 
SCO UnixWare 2.01 or later 
HP/UX 9.05 or later 
IBM AIX 3.2.5 or later and 4.1.3 or later 
lpr, ftp: Filtering operation (TCP/IP) 
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Environments for the setup utility 



EPSON Net!2 for Windows/Macintosh 

□ EPSON Net!2 for Windows 

You can configure the Ethernet card for TCP/IP and NetWare. 
Applicable operating systems: 
Windows 95 
Windows 98 

Windows NT 3.51 Server and Workstation 
Windows NT 4.0 Server and Workstation 

□ EPSON Net!2 for Macintosh 

You can configure the Ethernet card for TCP/IP and 
AppleTalk. 

Applicable operating systems: 
System 7.1, 7.5, 7.5.1, 7.5.2, 7.5.3, 7.5.5 
Mac OS 7.6, 7.6.1,8.0 

You can also set the IP address for the Ethernet card using the card 
home page and: 

□ Microsoft Internet Explorer version 4.0 or later 

□ Netscape Navigator version 3.02 or later 

You can view and configure settings for TCP/IP, NetWare, 
AppleTalk, and NetBEUI using the Ethernet card home page and an 
internet browser. You can also check the settings. 
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Environments for EPSON Status Monitor 2 

The protocols that must be installed to run EPSON Status Monitor 2 
vary depending on your operating system and printer type. The 
following table divides printers into three categories: 

□ LPR printers, which use TCP/IP 

□ NetWare printers, which use Novell's IPX/SPX protocol in a 
NetWare environment 



□ Windows shared printers 

Use the following table to determine which protocols are needed for 
your operating system and printer type. 





LPR Printer 
(TCP/IP) 


NetWare Printer 
(IPX/SPX) 


Windows 
Shared Printers 


Windows95/98 


TCP/IP&EPSON 1 


NetWare 


Not ava ilable 


Windows NT 3.51 


TCP/IP & LPR 2 


NetWare 


TCP/IP&LPR 2 


Windows NT 4.0 


TCP/IP & LPR 2 


NetWare 


TCP/IP&LPR 2 



EPSON 1 =EPSON "TCP/IP Printing protocol 
LPR 2 = Windows NTLPR protocol 



Note: 

□ LPR printers use LPR over TCP/IP as their communication protocol 
suite, and you must install both protocols to use the Status Monitor to 
monitor an LPR printer. See Chapter 3 for instructions on installing 
TCP/IP. 

□ NetWare printer protocols are already installed in your NetWare 
network. If you have a NetWare printer, see "Installing EPSON Status 
Monitor 2" in Chapter 11. For an explanation of NetWare printer 
protocols, see your NetWare documentation. 

□ Windows 95 and Windows 98 do not come with LPR, so in addition to 
installing TCP/IP you need to install the EPSON TCP/IP printer 
protocol. The Status Monitor installer program automatically prompts 
you when to install EPSON TCP/IP. See "Installing EPSON Status 
Monitor 2" in Chapter 11 for instructions. 



Introduction 5 



LPR printer 

with the Ethernet card 
TCP/IP 



NetWare printer 
with the Ethemetcard 
IPX/ SPX protocol 



NetWare server 



□ 



Local 
Printer 



□ 



□ 



□ 



Windows 95/98/NT4.0 Windows NT3.51/NT4.0 
EPSON TC P/IP Windows NTLPR 

I I 1 



Windows 95/98/ 
NT3.51/NT4.0 



WindowsShared Printer 



Local Printer 

Connect the printer directly to the printer port of your computer. 



Windows 95/ 
Windows 98 


Windows NT3.51 


Windows NT 4.0 


Bi-directional 
support is necessary 


Notable to monitor 


Does not need any 
special settings 



For Windows 95/Windows 98: 

You need to enable bi-directional support in your printer's properties 
dialog box. Click the Deta ilstab and click Spool Settings Then click 
the En a b le b i-d irec tio na I su p po rt fo r th is p rinte r radio button. 

Note: 

When you monitor a local printer with Windows 95 or Windows 98, use 
LPT1 for the printer port. 
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TCP/IP printer (Windows 95/Windows 98)/LPR printer (Windows 
NT 3.51/4.0) 

To connect to and share the printer without using the server: 
For Windows 95/Windows 98: 

Select Yes to enable EPSON TCP/IP printing at the installation of 
EPSON Status Monitor 2. 

For Windows NT 3.51/4.0: 

You need to set up TCP/IP printing. See "Installing the TCP/IP 
Protocols in Your PC" in Chapter 3. 



Supported EPSON Printers 

Your EPSON Ethernet card can be installed in a variety of EPSON 
laser, ink jet, and dot-matrix printers. 

C82362* 

FX-880/1180/2180 
DFX-5000+/8000 

LQ-570+/1070+/670/870/1170/2070/2170 

DLQ-3000/3000+ 

EPSON Stylus Pro XL+/5000 

EPSON Stylus COLOR 800/850/1520/3000 

EPSON Stylus 1500 

EPL-N1200/N2000 

C82363* 

EPSON Stylus COLOR 1520/3000 
EPL-N1200/N2000 

C82364* 

EPSON Stylus COLOR 800/850 

FX-880/1180/2170 

DFX-8500 

LQ-670/2070/2170 

DLQ-3000+ 
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Installation Overview 

Perform the following steps to install and configure the Ethernet card. 
See the indicated chapters for detailed information. 

1. Install the Ethernet card in your printer. See Chapter 1. 

2. Install the protocols in your operating system, if necessary. 
See Chapter 3 or later. 

3. Install EPSON Net!2, if necessary. See Chapter 2. 

4. Install EPSON Status Monitor 2, if necessary. See Chapter 11. 

5. Install Microsoft Internet Explorer or Netscape Navigator to 
access the Ethernet card's home page. See your browser's 
documentation. 

6. Set the IP address using EPSON Net!2 or the arp command. 
See Chapter 3. 

7. Configure the Ethernet card using EPSON Net!2. See Chapter 4 
or later. 

8. Configure your operating system to work with the printer. 
See Chapter 4 or later. 
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Chapter 7 



Getting Started 



This chapter explains Ethernet card operation and hardware 
installation. 



The status lights and status sheet button provide you with important 
information about the operation and configuration of the Ethernet 
card. 



The Ethernet card has two status lights (one red and one green) that 
indicate the current operating status of the Ethernet card when you 
first turn on the printer, during normal operation, and when errors 
occur. The C82363* and €82364* cards also have a link select light 
(yellow) to show whether lOBaseT or 100BaseTX is connected. 



Ethernet Card Features 



Status lights 



C82362* 



status iights 



status sheet button 




1 



© > 




thin coaxiai 
(10Base2) 



twisted-pair 
(lOBaseT) 
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082363*0^6 082364* 



. . , link selection light 

status sheet button 

status lights 




10BaseT/1 OOBaseTX 



DC-IN 5V 
(only C82364* 



Here is a brief explanation of the red and green status lights: 



Red 


Green 


Status 


Flash simultaneously 


Initializing statusat poweron orreset 


Off 


Flashes slowly 


Printing data orthe statussheet 


Off 


Flashes rap id ly 


Sending and receiving packets 


Off 


On 


Normal ready status 


On 


Off 


Error status 



Here is a brief explanation of the yellow link selection light (€82363*/ 
C82364*): 



Light 


Status 


On 


lOBaseT 


Off 


100BaseTX 
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Hardware Installation 



This section explains how to install the Ethernet card in your printer. 
You must install the interface card in the printer, connect it to the 
network, and turn on the printer before you can set up the software. 



Caution (for the C82363* and C82364*); 

Before you install the Ethernet card in your printer, make sure sivitch 
SW2 is set correctly for the card's power source. If you are using the 
following printers, the switch should be set to P: EPSON Stylus 
COLOR 1520/3000, EPL-N1200/N2000. For all other printers, the 
switch should be set to A. 



1 S3 ' 




/ Install the Ethernet card in your printer 

Before installing the Ethernet card, see the section on using printer 
options in your printer documentation for specific instructions on 
installing the optional interface card. 

mm Caution: 

m ~ m When you install or remove the Ethernet card, you must turn off the 
printer and unplug the power cord from the wall outlet to prevent 
electric shock. 

1. Turn off the printer and unplug it from the wall outlet. 

2. Remove the printer's interface slot cover. 
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3. Insert the card into the interface slot of your EPSON printer, then 
tighten the screws to secure the card in the slot. 




Note: 

The location of the interface slot varies from printer to printer. 

4. If you are using the C82364* Ethernet card, connect the AC 
adapter to the Ethernet card and plug the adapter into a wall 
outlet. 

5. Plug the printer into the wall outlet. 

6. Turn on the printer while holding down the status sheet button 
for about five seconds to initialize the Ethernet card. 

status sheet button 



/ 




© > 






© 










> I a 
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2 Connect the network cable 



Once the Ethernet card is installed in your printer, attach the network 
cable. The card automatically detects which kind of cable is attached. 

10Base2 connector (C82362* only) 

Connect an Ethernet thin coaxial (10Base2) cable to the card using the 
supplied Y-connector. 

lOBaseT connector (C82362* only) 

Connect the Ethernet twisted-pair (lOBaseT) cable to the card using 
an RJ-45 connector. 

Caution: 

m ~- m Attach only one network cable at a time. 
lOBaseT/lOOBaseTX (C82363*/C82364*) 

Connect a category 5, twisted-pair Ethernet cable to the card with an 
RJ-45 connector. Category 5 cable should be used for both lOBaseT 
and 100BaseTX. 

DC-IN connector (C82364* only) 

Connect the AC adapter to the card. 

3 Make printer settings using the printer's control panel 

Some EPSON printers require you to use the printer's control panel 
to select the interface you plan to use. See your printer manual for 
instructions on making the necessary interface settings. 

Note: 

If your printer automatically selects the interface and has been set to Auto 
mode, it is not necessary to make the interface settings. 

4 Print a status sheet 

Press and hold down the status sheet button for about three seconds 
to print a status sheet. (Save the status sheet for reference.) 

If a status sheet prints, the Ethernet card has been installed correctly. 
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Caution: 

□ A/fer turning off the printer, wait until the status lights go out 
before turning it back on; otherwise, the Ethernet card may not 
reset correctly. 

□ Wait until the status lights go out before pulling the card out of 
the printer; otherwise, the Ethernet card may not reset correctly. 

Note: 

□ If the printer does not print the status sheet, first make sure that the 
printer is online, then wait a minute. If it still does not print the 
status sheet, turn off the printer and wait until the status lights go 
out. Then turn it on again and retry the status sheet. 

□ Some printers take more than 30 seconds to initialize the card. 



Initializing the Ethernet Card 

You must initialize the Ethernet card under the following 
circumstances: 

□ If you move the card to another printer 

□ When there is an error communicating with the Ethernet card 
Note: 

You can also initialize the Ethernet card using EPSON Netll. See 
Chapter 10 for more information. 

Follow these steps to initialize the Ethernet card: 

1. Turn off the printer. 

It will take several seconds for the Ethernet card to power down. 
Wait until the status lights on the card go out before continuing 
with step 2. 
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2. Turn on the printer while holding down the status sheet button 
for about five seconds. When the red and green status lights on 
the Ethernet card start to flash simultaneously, release the status 
sheet button. Initialization is complete when the status lights stop 
flashing. 

status sheet button 







© 3 


0 




© 






© ; 






© 



3. After initialization is complete, press the status sheet button for 
about three seconds to print a status sheet. If the card initialized 
properly, the TCP/IP address reads 11.22.33.44 and the printer 
name reads <default printer name> <last six digits of the serial 
number>. 
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Chapter 2 



Installing EPSON Net!2 

You can configure the Ethernet card for TCP/IP, NetWare, or 
AppleTalk using EPSON Net! 2. By setting the IP address for the 
Ethernet card, you can configure the Ethernet card using the card's 
internal home page on an Internet browser. See page 3-14 for details. 



Installing EPSON Net!2 for Windows 

Follow these steps to install EPSON Net!2 for your operating system. 

For Windows 95, Windows 98, and Windows NT 4.0 

Before you install EPSON Net! 2, make sure you have already 
installed any network protocols that are used to communicate with 
the Ethernet card. If you haven't already installed TCP/IP or 
NetBEUI, see Chapter 3 for installing TCP/IP protocols or Chapters 
6 or 7 for installing NetBEUI before continuing. 

1 . Insert the Ethernet card software CD-ROM in the CD-ROM drive . 

2. The installation program starts automatically. If the screen 
does not appear, choose Ru n from the Sta rt menu. 

Type D:\ EPSETUP (where D is your CD-ROM drive) and click 
OK. 
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4. Follow the on-screen instructions. 



Note: 

If you add or delete the protocols or services for the operating system after 
installing EPSON Net !2 for Windows, EPSON Net!2 for Windows will not 
start. If this happens, uninstall EPSON Net !2 for Windows, then reinstall it. 



For Windows NT 3.51 

1 . Insert the Ethernet card software CD-ROM in the CD-ROM drive. 

2. Choose Run from the File menu of the Program Manager. Type 
D:\ EPSETUP (where D is your CD-ROM drive) and click O K. 

3. Click the Insta II EPSO N Net!2 on the installer screen, then click 
the right arrow FF button. 

4. Follow the on-screen instructions. 

5. After installation is complete, click the EPSO N Net!2 icon in the 
EPSON Net!2 window to start the utility. 
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Installing EPSON Net!2 for Macintosh 

To install EPSON Net!2 for Macintosh, follow these steps: 

1. Insert the Ethernet card software CD-ROM. 

2. Double-click the EPSO N Net!2 CD-ROM icon on the desktop. 

3. Drag the EPSO N Net!2 icon to your hard disk. 




EPSON Net!2 
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Chapter 3 



Setting the IP Address 

To use the Ethernet card with TCP/IP, you first need to set its IP 
address. 



Overview 

Follow these general steps to set the card's IP address. See the 
indicated chapters for more information. 

1. Install TCP/IP protocol on the operating systems, if necessary. 
See the section below. 

2. For Windows or Macintosh, install EPSON Net!2. See Chapter 2. 

3. Set the IP address using either: 

□ The arp command (see page 3-8) 

□ EPSON Net!2 for Windows /Macintosh (see page 3-10) 
Note: 

EPSON Net!2 cannot be used for OS/2 or UNIX. When 
setting the IP address for OS/2 or UNIX, use the arp command. 

4. Set up the printer. See Chapters 6 through 9. 



Installing the TCP/IP Protocols in Your PC 

Before using the Ethernet card with TCP/IP, you must make sure that 
the TCP/IP protocol is installed on your operating system. After it is 
installed, you can use the computer to configure the Ethernet card for 
use with TCP/IP. 
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For Windows 95 and Windows 98 



Follow the steps below to install TCP/IP. 

1. Double-click the Network icon in the Control Panel, then check 
if TCP/IP is in the list of installed network components on the 
Configuration menu. 



Configuration | Identification | Access Control | 

The I olio wing network 
i Client lor Microsoft Networks 
1 Client lor NetWare Networks 
S3ATKK FIE20QQ 
" IR*7SPX-compacible Proloco 
"NetBEUI 





TCP/IP is ths protocol you use to connect to the Internet and 
wide- area networks. 



2. If TCP/IP is not in the list, click Add. 

3. Select Protocol and click Add. 
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4. 



Select M ic iDSOft from the list of manufacturers and TC P/ IP from 
the Network protocols list. Then click 0 K. 



Select Network Protocol 



Click the Network Protocol that you want to install, then click OK. It you have 
an installation disk lor this device, click Have Disk. 



""J - Banyan 


T~ IPX/SP^-compatible Protocol 


^Digital Equipment [DEC] 1 


S" Microsoft DLC 


T\BM 1 


TNelBEUI 


"^Microsoft 1 


TTCP/IP 


T Novell 




T SunSoft 





□ K | Cancel | 



5. Double-click IC P/IP on the Configuration menu to open the 
TCP/IP Properties dialog box. Make necessary settings, such as 
the IP address and subnet mask. 



For Windows NT 3.51/4.0 

Follow the steps below to install LPR software in Windows NT. If you 
have already installed the TCP/IP Network Printing Service, skip 
these steps. 
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I. Double-click the Netwo rk icon in the Control Panel to check if 
the TCP/IP Protocol and Microsoft TCP/IP Printing are 
installed. If they are already installed, skip to "Setting the IP 
Address Using EPSON Net!2 for Windows/Macintosh" on 
page 3-10. 



Network Settings 



Computet Name: DYNASTER 
Workgroup: WORKGROUP 



| Change. .. | 
| Change. .. | 



Network Software and Adapter Cards ' 
Installed Network Software: 



NelBEUI Protocol 
NetBIOS Interlace 

NWLink IPWSPX Compatible Transport 
Installed Adapter Cards: 

[1] ATIAT1700 Ethernet Adapter 



| Add Software | 
| Add Adapter [ 



Description: [Microsoft TCP/IP Printing 



Windows NT3.51 





Windows NT4.0 
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2. 



If the TCP/IP protocol and Microsoft TCP/IP Printing are not 
listed, click Add Softwa re (for NT 3.51) or Add (for NT 4.0) to 
add them. 



Add Network Softwa 



TCP/IP Protocol and related components 



a <Othei> it you have a disk 



Select Connectivity 
Utilities and TCP/IP^ 
Network Printing 
Support 



Windows NT TCP/IP Installation Optio 



TCP/IP Internetworking 


523KB 




227KB 


M Connectivity Utilities 


□ SNMI' Seiv.r.e 


123KB 


lEI TCP/IP Network Printing Support 


57KB 


□ FTP Seivei Service 


93KB 


□ Simple TCP/IP Seivices 


2BKB 



Space Requited: 796KB 
Space Available: 107.336KB 
□ finable Automatic DHCP Configuiation 



Cancel | 
Help I 



TheSNMPst 
management tool 



vice allows your compulei to be administered remotely using remote 
SNMP also allows you to monitor TCP/IP statistics using Performance 



Windows NT 3.51 
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SelectTCP/IP Protocol 




Select Microsoft TCP/IP Printing 



Windows NT4.0 



3-6 Setting the IP Address 



If you continue installing the TCP/IP protocol, the TCP/IP 
Configuration dialog box appears, and you can set the IP address. 
(Ask your network administrator for your IP address.) 



TCP/IP Configurati 



[1] ATI AT 1700 Ethernet Adapt 



— H Finable Automatic DHCP Configuration 

IP Addiess: 



Subnet Mask: 



Default Gateway: 
Primary WINS Servei 
Secondary WINS Sei 



Select the network adapter that you wart to configure This list contains the network adapters 
on this computer. 



Note: 

□ NT 3.51 

To check the IP addresses which have already been assigned, select 
TCP/IP Protocol in the Network Settings dialog box. Click the 
Configure button to open the TCP/IP Configuration dialog box. 

□ NT 4.0 

To check the IP addresses which have already been assigned, click 
the Protocols tab in the Network dialog box, select TCP/IP 
Protocol, and then click the Propertiesfrwffon. 

4. When the installation is complete, check items such as the IP 
address to make sure they have been entered correctly. 
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Setting the IP Address Using the arp Command 



If you are using UNIX, OS / 2, or peer-to-peer networking in Windows 
(95, 98, or NT), you can use the address resolution protocol (arp) 
command to set the IP address of the Ethernet card, and the ping 
command to check that you have set it correctly. 

Before you start, you will need the following information: 

□ A valid IP address to assign the Ethernet card. Use an address 
within your subnet that does not conflict with any other 
device. 

□ The MAC (Media Access Control) address (hardware serial 
number) of the Ethernet card. Press the status sheet button for 
about three seconds while the printer is on to print a status 
sheet that includes the MAC address. 

□ If the host from which you set up the Ethernet card is on a 
different LAN segment, make sure that the gateway to the 
Ethernet card (router or routing host) is correctly configured 
on your machine. 

Checking that the LAN can see the Ethernet card 

Check that the Ethernet card can be reached from the host. 

If you have already set the IP address of the Ethernet card to some 
value other than the factory default, skip step 1. 

1 . Re-initialize the Ethernet card by turning off the printer, waiting 
at least 10 seconds, and then turning on the printer again while 
holding down the status sheet button for about three seconds. 

2. Check that the card is reachable by pinging it from the command 
line. 

For example, using the default IP address of the Ethernet card 
(11.22.33.44), type: 

ping 11.22.33.44 
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3. If the card is reachable, you see results like the following (the 
exact form of the message depends on your operating system, 
and the times may vary): 

Reply from 11.22.33.44: bytes=32 time=19msTTL=32 
Reply from 11.22.33.44: bytes=32 time<10msTTL=32 
Reply from 11.22.33.44: bytes=32 time<a0msTTL=32 
Reply from 11.22.33.44: bytes=32 time<a0msTTL=32 

If you can't ping the Ethernet card, make sure: 

□ The address is correct in the ping command. 

□ The Ethernet card is operating normally (red LED off, green 
LED on). 

□ The Ethernet connection to the card and to the host has 
been made correctly, and all hubs, routers, etc. are switched 
on. If you are using 10Base-2, make sure that both ends of 
the segment are terminated. 

Setting and checking the new IP address 

To set the new IP address, use the address resolution protocol (arp). 
Note: 

In the following example, the MAC address of the Ethernet card is 
00:00:48:93:00:00 (hexadecimal), and the IP address you will assign is 
192.135.223.6 (decimal). Substitute your values for these addresses when 
you type in the commands. 
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1. From the command line, type: arp -s[ IP address] [MAC address] 
Example: arp -s 192.135.223.6 00-00-48-93-00-00 

Note: 

Although the MAC address is displayed with colons on the Status Sheet 
(00:00:48:93:00:00), you must enter the MAC address separated by 
hyphens (00-00-48-93-00-00) in a DOS window under Windows 95 
and Windows 98. For other operating systems, use colons 
(00:00:48:93:00:00). 

2. Ping the new IP address. 
Example: ping 192.135.223.6 

Note: 

Do not skip this step, as the ping "locks in" the new address. 

3. The Ethernet card should now respond to the ping. If it doesn't, 
double-check the IP address and the MAC address that you 
entererd with the arp -s command and try again. If that fails, 
re-initialize the Ethernet card and try again. 

Note: 

You cannot change the subnet mask or gateway setting of the Ethernet 
card using the arp command. Use EPSON Net!2 running on Windows 
(95, 98, or NT), or Macintosh to change these parameters. 



Setting the IP Address Using EPSON Net!2 for 
Windows/Macintosh 

You can set the IP address for the Ethernet card using EPSON Net!2 
in Windows 95, Windows 98, and Windows NT with TCP/IP or IPX. 

You can also set the IP address for the Ethernet card using 
EPSON Net!2 in Macintosh with TCP/IP or AppleTalk. 

mm Caution: 

m ~ m Once you make changes to the Ethernet card, you must wait until 
the changes have been completely set before turning off or sending 
data to the printer. 
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Note: 

When using TCP/IP, EPSON Net!2 shows the Ethernet card information 
for the same segment by default. To see the Ethernet card information for the 
other segments, see "Getting information about other network segments" 
on page 3-13. 

Here is an example of setting the IP address using EPSON Net!2, 
running under Windows 95 or Windows 98: 

1 . Make sure Windows is running, the Ethernet card is connected 
to the network, and the printer is turned on. 

2. Click Sta rt, point to Prog ra ms, point to EPSO N Net!2, then click 
EPSON Net!2. 

3. Click the printer where you want to set the IP address, and then 
click the C o nf ig u ra tio n button. 



(ft EPSON Net!2 


mmn 








- ALL 




m- tcp/ip 

E- NETWARE 

















click here 
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Note: 

□ If you have connected more than one printer with the same type of 
Ethernet card to the network, you can identify a card by pressing 
the status sheet button on the Ethernet card plate to print a status 
sheet for each printer. Then check the MAC address. 

□ If the IP address is set to the default IP address, the printer model 
might not appear. 

4. Click the TC P/IP tab to display the TCP/IP menu. 



Network Card's Property 




5. Under The way of acquiring an IP address, select one of the 
following: Manual, RARP, BOOTP, or DHCP. 

Note: 

To use RARP, BOOTP, or DHCP, a server for each protocol is 
necessary. If there is no corresponding server, do not use any of these 
settings. See your network operating system documentation for the 
settings. 

6. Assign the IP address, the Subnet mask, and the Default gateway. 
If you use DHCP to acquire an IP address, you can't assign these 
items; they are assigned by the server. 



3-12 Setting the IP Address 



Note: 

□ If you will be configuring the Ethernet card using the card's home 
page, you must assign an IP address manually here. 

□ The default IP address is 11.22.33.44. If you configure the 
Ethernet card using the card's home page, you must change the 
default IP address. 

□ If a server or router acts as a gateway, type the gateway address. If 
there is no gateway, type the IP address of your computer. 

7. Click O K to save the new settings. The update is complete when 
the message "Configuration is successfully done" appears. 

11 Caution: 

m ~ m After clicking O K, you must wait approximately three seconds 
before turning off the printer while the new settings are sent to 
the Ethernet card. 



Getting information about other network segments 

To get information for interface cards on the other segments, use the 
Subnet Settings in the EPSON Net!2 for Windows Option menu. 

1. Type the subnet address you want to search from 0 to 255 at the 
box. 

2. Click Ad d to add the subnet in the Subnet List box. The interface 
cards in the subnet address you added are searched and are listed 
on the EPSON Net!2 dialog box. 

3. When you want to delete the subnet address from the list, click 
the subnet address in the Subnet List box, and then click De lete . 

4. Click O K to exit. 
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Changing the IP Address Using the Ethernet Card 
Home Page 

After you have configured the Ethernet card for TCP/IP using 
EPSON Net!2 for Windows /Macintosh or the arp command, you can 
make changes to the IP address or other settings using the Ethernet 
card home page. 

^ J Caution: 

□ You can't use EPSON Net !2 for Windows/ Macintosh and the 
Ethernet card home page at the same time. 

□ Once you make changes to the Ethernet card using the home page, 
wait until the process is complete (the indicator lights stop 
flashing) before turning off the printer or sending data to the 
printer. 

Note: 

□ See "Setting the IP Address Using EPSON Net !2 for Windows/ 
Macintosh" on page 3-10 for the cautions and notes for each step. 

□ There are some restrictions on the characters you can use depending 
on your browser. For details, see your browser or OS 
documentation. 

Follow the steps below to make changes to the IP address using the 
Ethernet card home page. 

1 . Click the printer you want to configure from the list in the EPSON 
Net!2 dialog box and click the La unc h Browser button. EPSON 
Net!2 closes automatically. 

Or, launch your browser, and type the IP address of the Ethernet 
card directly. Make sure EPSON Net!2 for Windows /Macintosh 
is closed before launching your browser. 

Type the following URL: 

http :/ / <the IP address of the Ethernet card> / 
The card home page appears. 
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2. Click 1C PI IP under Network on the Configuration menu to view 
the TCP/IP setting screen. 



[Home] [Help] 



Information 
j If et work 

General 

NetWare 

TCP/IP 

AppleTalk 

NetBEUI 

C onf i gux at i on 
v Ret work 

NetWare 
TCP/IP 
Applelalk 




EPSON 



TCP/IP 



Get IP Addre: 



Subnet Mask 



[Default Gat eway p 



3. Under Get IP Address, select from the following: Manual,RARP, 
BOOTP,orDHCP. 

4. Type the IP address, the subnet mask, and the default gateway. 

5. Click the SUBM ITbutton to update the settings. If you have set 
the password, type the password to update the settings when you 
are prompted. 

6. If the message "Configuration change is complete!" appears on 
your screen, the update is complete. Enable the changes by 
clicking RESETor turning your printer off and then on. 
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Chapter 4 



Using the Ethernet Card with NetWare 

This chapter explains how to configure the Ethernet card for use in a 
NetWare environment, and how to configure the card to operate in 
either Print Server or Remote Printer mode. 



Overview 



Applicable systems 

□ Server environments 

NetWare 3.1/3.11/3.12 (Bindery) 

NetWare 4.1/4.11 (NDS, Bindery emulation) 

IntranetWare (NDS, Bindery emulation) 

□ Client environments 

The client environment must be supported by NetWare. 
If necessary, you can print with the Ethernet card's internal 
driver. 

Overall steps 

Follow these steps for configuring the Ethernet card for use with 
NetWare. Go to the indicated chapters for more information. 

1. Log in as supervisor or admin. 

2. Install EPSON Net!2. See Chapter 2. 

3. Set the IP address. See Chapter 3. 

4. Set up the printer environment using NetWare PCONSOLE or 
Nwadmin. 
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5. Set the NetWare mode using EPSON Net!2. 



About modes 

You can choose from Print Server, Remote Printer, or Standby mode. 
Select Print Server mode unless the number of print queues exceeds 
the limit specified below. In that case, configure the Ethernet card in 
Remote Printer mode. 

Features of the modes are described below. 

Print Server mode: 

□ Provides high-speed printing by controlling printing 
directly. 

□ Lets you use the NetWare user account. 

□ Gives you the ability to register up to 32 print queues. 

Remote Printer mode: 

□ Does not require a NetWare user account. 

□ Requires a print server to control the remote printer. 

□ Prints slower than in Print Server mode. 

□ Gives you the ability to attach up to 16 printers for NetWare 
3.1x, and up to 255 for NetWare 4.1x. 

Note: 

When you turn on the printer in Remote Printer mode, the user account 
is temporarily used. If there is no disk space in the user account, turn 
on the printer before connecting the client to the network. 
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Standby mode (factory default): 

Standby is the default mode. With this mode, all NetWare related 
functions are disabled. 

Note: 

Do not use Standby mode when using the Ethernet card in a NetWare 
environment. 



Using NetWare 3. lx 

Follow these instructions to set up your Ethernet card for use with 
NetWare 3.1x. 

Notes about using NetWare 3. lx 

□ Environment conflicts 

When you print a text file using the NetWare NPRINT 
command or DOS redirection, miscon version or a gap in 
characters might occur depending on the client environment. 

□ PCONSOLE limitation 

You cannot use the Print Server status display control in 
PCONSOLE to set up the Ethernet card in Print Server mode. 

□ Time required to recognize the Ethernet card 

It takes up to two minutes for the NetWare server to recognize 
the Ethernet card after turning on the printer. During this start- 
up time, EPSON Net!2 and the status sheet do not show the 
correct information. 

Using the Ethernet card in Print Server mode 

The following sections describe how to configure the Ethernet card 
in Print Server mode. 
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Creating print queues in a file server 

1. From any NetWare client, log in to the network with supervisor 
privileges. 

2. Run PCONSOLE. From the Available Options screen, select Print 
Queue Information and press Enter. 



Available Options 



Change Current File Seruer 
Print Seruer Information 



3. Press the Inse rt key on your keyboard and enter the print queue 
name. Press Enter. 



4. From the Print Queue list, select the print queue name that you 
just entered and press Ente r. 

5. From the Print Queue Information list, select Q ueue Users and 
press Enter. 

6. Select EVERYO N E from the list. If EVERYO N E is not in the list, 
press Insert and select EVERYO NE from the queue users list. 

Creating a print server 

1. From the Available Options screen, select Print Server 
Information and press Enter. 



Available Options 



Change Current File Seruer 
Print Queue Information 



2. Press the Insert key on your keyboard and type the print server 
name. Press Enter. Write down this name for later use. 
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3. From the Print Server list, select the print server name that you 
just entered and press Ente r. 

4. From the Print Server Information list, select Print Se rve r 
C o nf ig u ra tio n and press Ente r. 



Print Seruer Information 



Change Password 
Full Name 



IPrint Seruer Configuration 



Print Seruer ID 

Print Seruer Operators 

Print Seruer Users 



5. Select Printe rC 0 nf ig u ra tio n from the Print Server Configuration 
Menu and press Enter. 



Print Seruer Configuration Menu 



File Servers Io Be Serviced 
Queues Serviced by Printer 



6. From the Configured Printers list, select Not Insta lied (port 
number = 0) and press Ente r. 
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7. From the Printer configuration screen, type the printer name. 
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8. 



Highlight Type and press Enter. Select Loc a I Pa ra He I, LPT1. 



Printer 0 conf icyurat ion 

Name: Printer 0 

Type: Local Parallel, LPT1 

Use interrupts: Ves 
IRQ: S 

Buffer size in K: 3 

Starting form: 0 

Queue service mode: Change forms as needed 

Baud rate : 
Data bits: 
Stop bits: 
Parity: 

Use X-On/X-Off: 



9. Press Esc ; then press Enter to save changes. 

10. Press Esc . 

11. Select Queues Serviced by Printerfrom the Print Server 
Configuration Menu and press Enter. 



Print Server Configuration Menu 



I 



File Servers To Be Serviced 
Notify List for Printer 
Printer Configuration 



lueues Serviced b^Printer 



12. Select the printer that you want to use from the Defined Printers 
list and press Ente r. 

13. Press the Insert key and assign a queue to the print server port 
from the Available Queues list. 

14. Specify the priority level between 1 and 10. One is the highest 
priority. 

15. Press Esc to exit PCONSOLE. 
Configuring the Ethernet card 

This section explains how to configure the printer using EPSON 
Net!2. 
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1. Turn on the printer. 

2. Run EPSON Net!2 from the Start menu. 

3. The EPSON Net! 2 dialog box appears showing a list of interface 
cards on the network. Select the printer you want to configure 
from the list and click C 0 nfig u ra tio n. 



(ft EPSON Net!2 




mmn 






ess IP Address i P 




B-ALL 


m- tcp/ip 






ED— NETWARE 
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Note: 

□ If you have connected more than one printer with the same type of 
Ethernet card to the network, you can identify the cards by their 
MAC (Media Access Control) addresses. To view a card's MAC 
address, press the status sheet button on the card for three 
seconds. See Chapter 1 for details. 

□ If the IP address is set to the default, the printer model might not 
appear. 
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4. 



Click 



the NetWa re Ba Sic tab and make the following settings. 




Frame type: 

Select one from the following: Auto, Ethernet 802.2, 
Ethernet 802.3, Ethernet II, or Ethernet SNAP. 

Mode: 

Select Print Server. 

NDS: 

Select Disable. 

5. Click the Print Server tab and make the following settings. 



Nelwoik Caid's Property E 
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Primary file server name: 

Select the server where you created the queue. 

Password: 

Type any new password up to 19 characters. The characters 
you enter appear as You can also leave this space blank. 

Print server name: 

Type any new name up to 47 characters. The default name is 
shown below. 

(Printer name) - (last 6 digits of the serial number) 
for example: EPL-N2000-PRIFNW 

Polling interval: 

Set the polling time from 5 to 90 seconds. 

6. Click O K to save changes. If the message "Configuration is 
successfully done" appears on your screen, the update is 
complete. 

mm Caution: 

m ~ m Once you make changes to the Ethernet card, you must wait 
until it registers the settings before turning off the printer. 

7. Select the Connection Information in File Server Console's 
MONITOR. NLM, and check if the print server name assigned to 
the Ethernet card is logged in to the Active Connections list. It 
takes up to five minutes to complete this. 

Using the Ethernet cord in Remote Printer mode 

The following sections describe how to configure the Ethernet card 
in Remote Printer mode. 

Creating print queues in a file server 

1. From any NetWare client, log in to the network with supervisor 
privileges. 
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2. 



Run PCONSOLE. From the Available Options screen, select Print 
Queue Information and press Enter. 



Available Options 



n 



Ghantfe Current File Server 



Oi 



T n f n i*mr! t" n fin 



Print Server Information 



3. Press the Inse rt key on your keyboard and enter the print queue 
name. Press Enter. 

4. Select the print queue name that you just entered and press Ente r. 

5. From the Print Queue Information list, select Q ueue Users and 
press Enter. 

6. Select EVERYO NE from the list. If EVERYO NE is not in the list, 
press Insert and select EVERYO NE from the queue user list. 

Creating a print server 

1. From the Available Options screen, select Print Server 
Information and press Enter. 



I 



Available Options 



Change Current File Server 
Print Queue Information 



JPrint 



Information 



2. Press the Inse rt key on your keyboard and enter the print server 
name. Press Enter. Write down the print server name for later 
use. 

3. From the Print Server list, select the print server name that you 
just entered and press Ente r. 
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4. From the Print Server Information list, select Print Se rve r 
C o nf ig u ra tio n and press Ente r. 



Print Seruer Information 



Change Password 
Full Name 



iPrint Seruer Configuration 



Print Seruer ID 

Print Seruer Operators 

Print Seruer Users 



5. Select Printer Configuration from the Print Server 
Configuration Menu and press Ente r. 



Print Server Configuration Menu 



I 



File Servers To Be Serviced 
Not if g List for Printer 



IPrinter Conf i cf Lira t ion 



| Queues Serviced by Printer 



6. From the Configured Printers list, select Not Insta lied (port 
number = 0) and press Ente l". 
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7. From the Printer configuration screen, type the printer name. 
Then, highlight Type and press Enter. Select Remote Pa ra He I, 
LPT1 or Remote Other, Unknown. 



Printer 0 conf icyurat ion 



Name: Printer 0 

Type: Remote Parallel, LPT1 



Use interrupts: Ves 
IRQ: 3 

Buffer size in K: 3 



Starting form: 0 

Queue service mode: Change forms as needed 

Baud rate : 
Data bits: 
Stop bits: 
Parity: 

Use X-On/X-Off: 



8. Press Esc ; then press Enter to save changes. 
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9. 



Select Queues Serviced by Printerfrom the Print Server 
Configuration menu and press Ente r. 



Print Seruer Configuration Menu. 



File Servers To Be Serviced 
Notify List for Printer 
Printer Configuration 



10. Select the Printer that you want to use from the Defined Printers 
list and press Ente r. 

11. Press the Insert key and assign a queue to the print server port 
from the Available Queues list. 

12. Specify the priority from 1 to 10. One is the highest priority. 

13. Press Esc to exit PCONSOLE. 

Configuring the Ethernet card in Remote Printer mode 

1. Run a print server. 

□ To use a file server as a print server, at the > prompt type: 
>LOAD PSERVER print server name 

□ To set up a dedicated print server, at the > prompt type: 
> PSERVER print server na me 

2. Run EPSON Net!2 from the Start menu. 
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3. The EPSON Net! 2 dialog box appears showing a list of interface 
cards on the network. Select the printer you want to configure 
from the list and click C 0 nf ig u ra tio n . 



j^f EPSON Net !2 HHE3 




Note: 

□ If you connect more than one printer with the same type of 
Ethernet card to the network, you can identify the cards by their 
MAC addresses. To view a card's MAC address, press the status 
sheet button on the card for three seconds. See Chapter 1 for 
details. 

□ If the IP address is set to the default, the printer model might not 
appear. 
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4. Click the NetWa re Ba Sic tab and make the following settings. 




Frame type: 

Select one from the following: Auto, Ethernet 802.2, 
Ethernet 802.3, Ethernet II, or Ethernet SNAP. 

Mode: 

Select Remote Printer. 

NDS: 

Select Disable. 

5. Click the Remote Printertab and make the following settings. 
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Primary print server: 

Select the print server name you have created. 

Printer port number: 

Type the same port number you assigned to the print server 
(typeO). 

6. Click O K to save your changes. If the message "Configuration is 
successfully done" appears on your screen, the update is 
complete. 

mm Caution: 

m ~ m Once you make changes to the Ethernet card, you must wait 
until it registers the settings before turning off the printer. 

7. Switch to the Print Server screen of the File Server Console, and 
check if the job status is Standby. 



Using NetWare 4. lx 

Follow these instructions to set up your Ethernet card for use with 
NetWare 4.1x. 



Instructions for using NetWare 
Printing a text file 

When you print a text file using the NetWare NPRINT command 
or DOS redirection, misconversion or a gap in characters might 
occur depending on the client environment. 

Bindery and NDS 

□ When printing on the network printer from a Bindery 
client, make the object related to the print server right 
under the Bindery context in the directory tree. 

□ The bindery context path can be confirmed from the server 
console with the SET BINDERY CONTEXT command. 
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□ If the bindery context path has not been set, or if you want 
to switch the bindery context to print in a different bindery 
context from that of a bindery client, use SET BINDERY 
CONTEXT command to set the context in the 
AUTOEXEC.NCF file. 

See your Netware 4.1x manual for more information. 

IPX routing protocol NLSP 

It is possible to use the IPX routing protocol NLSP in 
NetWare4.1x; however, the Ethernet card does not support 
NLSP. RIP/SAP controls the communication. 

You can select NLSP with RIP/SAP Compatibility or RIP/SAP 
Only. If you arbitrarily remove the RIP or SAP binding when 
NLSP with RIP /SAP Compatibility is specified, the Ethernet card 
is not able to communicate with the file server and NDS. 
(Reference: "Protocols" and "Bindings" in the menu items of the 
Utility INETCFG.) 

lime required to recognize the Ethemetcard 

It takes up to two minutes for the NetWare server to recognize 
the Ethernet card after the printer is turned on. During this start- 
up time, EPSON Net!2 and the status sheet do not show the 
correct information. 



Using the Ethernet card in Print Server mode 

This section explains how to configure the Ethernet card in Print 
Server mode using the Nwadmin tool of NetWare 4.1x. 

If the client does not correspond to NDS, set up the printer, print 
server, and queue in Bindery context. 

1 . Log in to the NDS tree (or to the server with Bindery context) with 
admin or supervisor privileges. 

2. Run the administrator tool (Nwadmin). 
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3. Create a printer: 

Click the directory context icon (or Bindery context), and select 
Object, then C reate, and then Printer. Type the printer name 
and click Create. 




Help j 

l~ Create another Printer j 

4. Create a print server: 

Click the directory context icon (or Bindery context), and select 
O bject, then C reate, and then Print Server. Type the print 
server name and click C reate. 



Create Print Server 


□1 


Print Server name: 


Create 1 


|EPL-N2000-PS 




Cancel 


1 Define additional properties 






Help 


Hi mi 
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5. Create a print queue: 



Click the directory context icon (or Bindery context), and 
select Object, then C reate, and then Print Queue. Type the 
print queue name and select the print queue volume. Then click 
Create. 




Print Queue Volume: 



| M/WN W41 1 _SYS . ma*. E PKO WA 




I - Define additional properties 




6. The objects you have just created are added to the NDS tree (or 
Bindery). 
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7. 



Double-click the Printe r O bjec t icon on the NetWare 
Administrator screen. 
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-H PR1FNW 

BSHH11 

-SEPL-N2000-PS 
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-fiEPL-N200[l-Q 
-S Admin 



8. The Printer dialog box appears. Click Assig nmentSand then 
click Ad d . 

9 . From the print queue list, select the queue you want to assign and 
click OK. 



10. Double-click the Print Se rve r O bjec t icon on the NetWare 
Administrator screen. 



Onions T>ols Window Help 
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A.EPL-N2000 



aEPL-N2000-O 
°imax 

l-Il MAXNW411 
L 1MAXNW411_SYS 
A.EPL-N2000 
SEPL-N2000-PS 
aEPL-N2000-O 
a Admin 



1 1 . The Print Server dialog box appears. Click A SSig n me ntSand then 
click Ad d . 
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12. From the printer object list, select the printer object you want to 
assign and click 0 K. 

13. Double-click the Print Queue Object icon on the NetWare 
Administrator screen. 





Using the Ethernet Card with NetWare 4-21 



Configuring the Ethernet card in Print Server mode 

This section explains how to configure the card in Print Server mode 
with EPSON Net!2. 

1. Turn on the printer. 

2. Run EPSON Net!2 from the Start menu. 

3. The EPSON Net! 2 dialog box shows a list of printers on the 
network. Select the printer you want to configure from the list, 
and click C o nf ig u ra tio n . 



(ft EPSON Net!2 
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File View Option Help 
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m- tcp/ip 








EH NETWARE 












Launch Browser 
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Note: 

□ If you have connected more than one printer with the same type of 
Ethernet card to the network, you can identify the cards by their 
MAC addresses. To view a card's MAC address, press the status 
sheet button on the card for three seconds. See Chapter 1 for 
details. 

□ If the IP address is set to the default IP address, the printer model 
might not appear. 

4. Click the NetWa re Ba Sic tab and make the following settings. 




Frame type: 

Select one from the following: Auto, Ethernet 802.2, 
Ethernet 802.3, Ethernet II, or Ethernet SNAP. 

Mode: 

Select Print Server. 

NDS: 

Select Enable or Disable. 

NDS Tree Name: 

If you are using NDS mode, type the same name you used in 
Nwadmin (up to 31 characters). 
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NDS Context: 

NDS context is the Object rank in the Directory tree. Type the 
container object (up to 255 characters) from the Object to the 
Root. Do not type the "." at the top. 

Note: 

See your NetWare manual for the available characters and number of 
characters you can use. 

5. Click the Print Server tab and make the following settings. 



Nelwoik Caid's Property 




Primary file server name: 

Select the server where you created the queue. 

Password: 

Type any new password up to 19 characters. The characters 
you enter appear as 

Print server name: 

Type any new name up to 47 characters. The default name is 
shown below. 

(Printer name) - (last 6 digits of the serial number) 

Polling interval: 

Set the polling time from 5 to 90 seconds. 
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6. Click O K to save your changes. If the message "Configuration is 
successfully done" appears on your screen, the update is 
complete. 

11 Caution: 

m ~ m Once you make changes to the Ethernet card, you must wait 
until it registers the settings (up to two minutes) before turning 
off the printer. 

7. In the File Server Console's MONITOR.NLM, open the 
Connection Information. Check if the print server name assigned 
to the Ethernet card is logged in to the Active Connections list. It 
takes up to five minutes for this information to appear. 



Using the Ethernet card in Remote Printer mode 

This section explains how to configure the Ethernet card in Remote 
Printer mode using the Nwadmin tool in NetWare 4.x. 

If the client does not correspond to NDS, use the Bindery context. 

1 . Log in to the NDS tree (or to the server with Bindery context) with 
admin or supervisor privileges. 

2. Run the administrator tool (Nwadmin). 

3. Create a printer: 

Click the directory context icon (or Bindery context), and select 
O bjec t, then C rea te, and then Printe r. Type the printer name 
and click Create. 
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4. 



Create a print server: 



Click the directory context icon (or Bindery context), and select 
O bject, then C reate, and then Print Server. Type the print 
server name and click C reate. 




5. Create a print queue: 

Click the directory context icon (or Bindery context), and select 
Object, then Create, and then Print Queue. Type the print 
queue name and select the print queue volume. Then click 
Create. 
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6. 



The objects you have just created are added to the directory 
context (or Bindery context). 
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7. Double-click the Printe r O bjec t icon on the NetWare 
Administrator screen. 
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8. The Printer dialog box appears. Click Assig nme ntSand then click 
Add. 




9 . From the print queue list, select the queue you want to assign and 
click OK. 

10. Click C o nfig u ra tio n, and select O the r/ Un kn o w n for the Printer 
type and click O K. 
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Configuration 
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11. Double-click the Print Server Object icon on the NetWare 
Administrator screen. 
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12. The Print Server dialog box appears. Click Assig nme ntSand then 
click Ad d . 
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13. From the printer object list, select the printer object you want to 
assign and click 0 K. 

14. Go back to the Print Server box (shown in step 12), and click the 
Printer Numberbutton to set the printer number from 0 to 254, 
then click O K. 




15. Double-click the Print Q ueue O bject icon on the NetWare 
Administrator screen. 
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16. The Print Queue dialog box appears. Click Assignments Check 
if the print server and a printer are assigned to the queue. 




See your NetWare 4.1x manual for more detailed information. 
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Configuring the Ethernet card in Remote Printer mode 



1 . From the System Console of the file server where you set the print 
queue, load the print server module with the following command 
(type the print server name you used in step 4 on page 4-26): 

>LOAD PSERVER print server name 

2. Run EPSON Net!2 from the Start menu. 

3. The EPSON Net! 2 dialog box shows a list of printers on the 
network. Select the printer you want to configure from the list 
and click C o nfig u ra tio n. 



File View Option Help 

| Printer Model | MAC Address j IP Address | Print Server Name | 




Note: 

□ If you have connected more than one printer with the same type of 
Ethernet card to the network, you can identify the cards by their 
MAC addresses. To view a card's MAC address, press the status 
sheet button on the card for three seconds. See Chapter 1 for 
details. 

□ If the IP address is set to the default, the printer model might not 
appear. 
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4. 



Click the NetWa re Ba Sic tab and make the following settings. 




Frame type: 

Select one from the following: Auto, Ethernet 802.2, 
Ethernet 802.3, Ethernet II, or Ethernet SNAP. 

Mode: 

Select Remote Printer. 

NDS: 

Select Enable or Disable. 

NDS Tree Name: 

If you are using NDS mode, type the same name (up to 31 
characters) as you set in Nwadmin. 

NDS Context: 

NDS context is the Object rank in the Directory tree. Type the 
container object (up to 255 characters) from the Object to the 
Root. Do not type the "." at the top. 

Note: 

See your NetWare manual for the available characters and number of 
characters you can use. 
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5. Click the Remote Printertab and make the following settings. 



Helwoik Caid's Piopertji E& 











Primary print server : |ePI_-N2000-PS 














Mm 





Primary print server name: 

Select the print server name you have created. 

Printer port number: 

Type the same port number you assigned to the print 
server (0). 

6. Click O K to save changes. If the message "Configuration is 
successfully done" appears on your screen, the update is 
complete. 

11 Caution: 

m - m Once you make changes to the Ethernet card, you must wait 
until it completes the settings before turning off the printer. 

7. Select Printe r Sta tus from the Console screen of the print server. 
Select a printer from the list and check the status. 

8. Select Queues serviced. Check if the print queue name which 
you set in step 5 on page 4-26 exists in the Print Queues Serviced 
By Printer box. 
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Configuring the Ethernet Card for NetWare Using the 
Ethernet Card Home Page 



If you have set the IP address for the Ethernet card in Chapter 3, you 
can configure the Ethernet card using the card's home page. 

Caution: 

□ Do not use EPSON Net !2 for Windows/Macintosh and configure 
the card using the home page at the same time. 

□ Once you make changes to the Ethernet card using the home page, 
wait until the process is complete (the indicator lights stop 
flashing) before turning off the printer or sending data to the 
printer. 
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Note: 

□ See the EPSON Net!2 setup procedures for Windows for 
additional cautions and notes. 

□ There are some restrictions on the characters you can use 
depending on your browser. For details, see your browser or OS 
documentation. 

1 . Run EPSON Net!2. Select the printer you want to configure from 
the list, and click the La unc h Browse rbutton. EPSON Net!2 
closes automatically. 

Or, start your browser and type the IP address of the Ethernet 
card, as shown below. Make sure EPSON Net!2 for Windows is 
closed before launching your browser. 

http://(the IP ad dress of the Ethernet card)/ 

The card's home page appears. 

2. Click NetWa re under Network on the Configuration menu to 
view the NetWare settings screen. 

3. Make basic settings for NetWare. 

You can select either Ena b le or Disa b le in the NetWare text box. 
Choose Ena ble to use NetWare. 

Note: 

if Disa ble is on, all NetWare related functions stop. When this occurs, 
you can't configure the Ethernet card for NetWare using EPSON Net!2 
for Windows. 

4. Select the Primary Frame Type. 

5. Select the Mode. 

□ Select NDS Print Serveror NDS Remote Printerwhen you 
are using NDS mode in NetWare 4.1x. 
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□ Select Bindery Print Server or Bindery Remote Printer 

when you are using Bindery mode in NetWare 3.x or 
NetWare 4.1 or later. 

□ When you select NDS Print Serveror NDS Remote Printer 

for the Mode, enter the NDS Tree name (up to 31 
characters) and the NDS Context (up to 255 characters). 

□ When you select NDS Print Serveror Bindery Print Server 

for the Mode, make the Print Server settings. 

6. Type the Primary File Server name (up to 47 characters), Print 
Server name (up to 47 characters), Polling Interval (from 5 to 90 
seconds), and the NetWare Password (up to 19 characters). 

7. When you select NDS Remote Printeror Bindery Remote 
Printer for Mode, make the Remote Printer settings. 

8. Type the Primary Print Server name (up to 47 characters) and 
Printer Port Number (from 0 to 254). 

9. Click the SUBM ITbutton to update the settings. If you set up a 
password, type the password when you are prompted. 

10. If the message "Configuration change is complete!" appears on 
your screen, configuration is complete. Activate the changes by 
clicking RESETor turning your printer off and on. 



Using EPSON NeV.2 to Create Queues 

If you are using the bindery context, you can create a print queue and 
set up the queue information on the NetWare file server with EPSON 
Net!2 for Windows. Follow these steps: 

1 . From any NetWare client, log in to the file server you want to 
set up with supervisor privileges. 

2. Run EPSON Net!2 from the Start menu. 

3. Select Queue Settingsfrom the Option menu. 
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4. The file server list appears. 

5 . Click the file server in which you want to create a queue, and click 
New. The setting screen appears. 

6. Type the queue name and printer name (up to 47 characters), and 
select the print server name you want to assign. Then click 0 K. 

7. When you want to delete a queue, click the queue in the list, and 
click Delete. 



Using a Dial -Up Network 

This section covers important information about using a dial-up 
network. 

Note: 

The primary server described in this manual is a primary time server, which 
offers time to the workstations on the network. 

Using a diol-up network in each mode 

Print Server mode 

Since polling is performed on the file server in print server 
mode, you must use a dedicated dial-up line. 

Remote Printer mode 

In Remote Printer mode, the primary server can be located 
at the dial-up destination. However, an extra account might 
be generated when the primary server is down. To avoid this 
problem, use connections via a dedicated dial-up line. 
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Using a print server at a dial-up destination (remote) 



Pr i nter 




File 
server 




Dial - up 
router 




Dial - up 
router 




Pr i mary f i 1 e server 
(primary print server) 


\ 






/ 


\ / 



Local Network 1 [ Remote network 



□ When the power is turned on 

The computer dials out because access is made to a local file 
server first and then to a primary server. There is no problem 
since this occurs only once at power on. 

□ When the Ethernet card is not set up correctly 

The computer dials out because access is made to a local file 
server first and then to a primary server. It dials out repeatedly 
at intervals of approximately 5 minutes. Use the correct Ethernet 
card settings to avoid this phenomenon. 

□ During normal operation (standby) 

An SPX Watchdog packet is sent according to the NetWare 
protocol convention. Use a router with a vicarious response 
function to avoid dialing out unintentionally. 

□ During normal operation (printing) 

The computer dials out while the print data is being transferred. 

□ When the primary server is down during printer operation 

The computer dials out because connection to the primary server 
is attempted periodically. Since this is attributable to the 
automatic re-connection function, turn off the printer until the 
primary server is restored. 
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□ When the file server on the local network is down 

NetWare cannot be used on the local network without a file 
server. In this case, the NetWare protocol that the Ethernet card 
uses is unavailable. The computer does not dial out under this 
condition. When the file server on the local network is restored, 
the Ethernet card is also automatically restored. 



When the local network has a primary server 

Even if a primary server is installed on the local network, the 
computer may unnecessarily dial out depending on the 
configuration. 

The following problems are common to the both Print Server mode 
and Remote Printer mode. 



Pr i nter 


Primary f i la server 
(primary pr i nt server) 


Dia|-up 
router 




/ 



Local Network 




□ When the power is turned on 

Since access is made only to the primary server, the computer 
does not dial out. 

□ When the Ethernet card is not set up correctly 

Since access is made only to the primary server, the computer 
does not dial out. However, if the file server/print server of the 
remote network is erroneously set as the primary server, the 
computer may dial out. Correct the setting error to avoid this 
problem. 
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□ During normal operation (standby) 

Since access is made only to the primary server, the computer 
does not dial out. 

□ During normal operation (printing) 

Since access is made only to the primary server, the computer 
does not dial out. 

□ When the primary server is down during operation 

Connection to the primary server is periodically attempted, 
but the computer does not dial out. However, if the router is set 
to pass SAP packets (Find Nearest Server), it may dial out 
unnecessarily. To avoid this, turn off the printer, or do not allow 
the router to pass SAP packets. 
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Chapter 5 



Using the Ethernet Card with Macintosh 



This chapter describes how to configure the Ethernet card for 
TCP/IP or AppleTalk using EPSON Net!2 for Macintosh. 



Overview 



Applicable systems 

□ Macintosh OS 

System 7.1, 7.5, 7.5.1, 7.5.2, 7.5.3, 7.5.5 
Mac OS 7.6, 7.6.1,8.0 

□ Apple network driver 

EtherTalk Phase 1 and 2 

□ EPSON printer driver 

AT-Stylus COLOR 
EPSON Stylus (AT) 
AT-EPSON ESC/P2 
AT-EPSON DFX 
AT-EPSON FX 

□ Apple printer driver 

LaserWriter, LaserWriter 8 

□ EPSONScript driver 

EPSONScript driver, EPSONScript Utility 
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Overall steps 

Follow these basic steps to set up and use the Ethernet card with 
Macintosh systems. Go to the indicated chapters for more 
information. 

1. Install the correct printer driver in your Macintosh system. 

2. Make AppleTalk active in the Chooser. 

3. Install EPSON Net!2 for Macintosh. See Chapter 2. 

4. If you plan to configure the card using the card's home page, 
make the TCP/IP settings using EPSON Net!2. See Chapter 3. 

5. Make the AppleTalk settings using EPSON Net! 2 for Macintosh 
or the card's home page. See this chapter. 

Note: 

Do not use EPSON Namer with the Ethernet card. 
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Configuring the Ethernet Card Using EPSON NeV.2 for 
Macintosh 

Use EPSON Net!2 for Macintosh to configure the Ethernet card as 
described below. 

II Caution: 

m ~ m Once you make changes to the Ethernet card using EPSON Net/2, 
wait until it registers the settings before turning off or sending data 
to the printer. 

1. Make AppleTalk active in the Chooser. 

2. Connect the Ethernet card to the network and turn on the 
printer. 

3. From your hard disk, double-click the EPSO N Net!2 icon. 

4. Highlight the printer you want to configure from the list and 
click Configuration. 



P EPSON Net!2 Uerl.DD 

Ptinter Model MAC Address IP Address Printer Mame 






EPL-M2000 fflcocococooa ie«B!Sffli(»! EPI_-N2000->3c-3c-h 






CopyrightCCj SEIKO ERSON CORPORATION 1997-1998, All rights reserv 




Quit ! | Option Launch Browser] 1 Configuration 1 







Note: 

□ If you have connected more than one printer with the same type of 
Ethernet card to the network, you can distinguish the cards by 
their MAC (Media Access Control) addresses. To view a card's 
MAC address, press the status sheet button on the card for three 
seconds. See Chapter 1 for details. 

□ If the IP address is set to the default IP address, the printer model 
might not appear. 
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5. The IP Address Configuration and AppleTalk Configuration 
dialog box appears. 



EPSON Net!2 




—IP Address Configuration - 




—AppleTalk Configuration 






IPAddress Setti ng 




Printer Setti ng 






Q Enable DHCP 




Printer Name : 






Q Enable BOOTP 
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Q Enable RfiRP 




Entity Tgpe : 






% Manual 
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IP Address : 




AypleTa; k Setti ng 










Zcne Name : 






Subnet Mask : 










|255 |255 |255 | 255 




Network Number Set : 






Default Gatewag : 




NetWcrk Number 






|255 |255 |255 | 255 




for Manual Model 0- 65535) : 























Note: 

See "Setting the IP address for EPSON Netllfor Windows/ 
Macintosh" in Chapter 3 for more information about setting the IP 
address. 

6. Set the following options in the AppleTalk Configuration box. 
Printer Setting: 
Printer Name: 

Type the printer name (up to 3 1 characters) . The default name 
is shown below. 

(Printer name)-(last 6 digits of the serial number) 
Entity Type: 

If you are using a Level 2 printer, you do not have to set these 
options. EPSON Net!2 just shows the printer's Entity type on 
an AppleTalk network. 

If you are using a Level 1 printer, set the Entity type to match 
the printer driver for the printer with the Ethernet card. 
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AppleTalk Setting: 



Zone Name: 

Select the network zone in which you want the printer to 
appear. If the zone has not been set, a "#" appears. 

Network Number Set: 

Select the network number setting. In most cases, you should 
select Auto. 

Network Number for Manual Mode: 

The default number is 65535. If you have selected Auto for 
the network number setting, you cannot type the network 
number manually. 

Note: 

If you cannot see the printer in the Chooser, make sure your AppleTalk 
routers have been set up correctly. If you cannot change the router 
settings, select M a nua I under Network Number Set and type a 
network number in the Network Numberfor Ma nua I Mode box 
as a temporary solution. You must type the correct zone and the network 
number of the zone. If setting is not made correctly, you cannot 
configure the Ethernet card for use with the Macintosh. 

Try one of the following: 

□ Start the browser from EPSON Net !2 for Windows and configure 
the Ethernet card again. 

□ Configure the Ethernet card using the card's home page (TCP/IP 
must be set correctly). 

□ Re-initialize the Ethernet card. See page 1-6. 

6. Click the Send button to save the new settings to the Ethernet 
card. If the message "Configuration is successfully done" 
appears, the update is complete. 
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Configuring the Ethernet Card forAppleTalk Using 
the Ethernet Card Home Page 

You can configure the Ethernet card using the card home page and 
an Internet browser. 

Caution: 

□ You cannot use EPSON Net !2 for Macintosh and configure the 
card using the home page at the same time. 

□ Once you make changes to the Ethernet card using the home page, 
wait until the process is complete (the indicator lights stop 
flashing) before turning off the printer or sending data to the 
printer. 

Note: 

□ If you have not assigned an IP address to the card or if you use the 
default setting (included when you select DHCP to acquire an 

IP address) with EPSON Net !2 for Macintosh, you cannot set the 
IP address for the Ethernet card using the card's home page. 

□ See the previous section "Configuring the Ethernet Card Using 
EPSON Netllfor Macintosh" for the cautions and notes for each step. 

□ There are some restrictions on the characters you can use depending 
on your browser. For details, see your browser or OS documentation. 

1 . Run EPSON Net!2. Click the printer you want to configure from 
the list, and click the La unc h Browse rbutton. EPSON Net!2 
closes automatically. 

Or, run the browser and type the IP address for the Ethernet card. 
Do not run EPSON Net!2 while the browser is running. 

Type the following URL: 

http :// (IP address of the Ethernet card) / 

The home page appears. 
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2. Click AppleTa Ik under Network on the Co nfigu ration menu to 
view the AppleTalk setting screen. 



EPSON 



Information 
Ret work 

General 
HetWare 
TCP/ IP 
AppleTalk 
HetBEUI 

C onf i gur at i on 
If et work 

HetWare 
TCP/ IP 
Apple lattc 
HetBEUI 

i Optional 



AppleTalk 



Network Number Set |Aut 

rk Number 
[anual 
0-65535) 



3. You can select either Ena ble or Disa ble in the AppleTalk text 
box. Choose Ena ble to use AppleTalk. 

Note: 

If Disa b le is on, all AppleTalk related functions are disabled. 

4. Type up to 31 characters for each of the following: the Printer 
Name, Zone Name, and Entity Type. If you are using a Level 2 
printer, you don't need to type anything in the Entity Type box. 

5. Select either Auto or M a nua I for Network Number Set. In most 
cases, you can set it to Auto. Type the network number in the 
Network Number for Manual Mode box when you select 

M a nua I for Network Number Set. 

6. Click the SUBM ITbutton to update the settings. 

If you have set a password under the Optional menu, you need 
to type your password before you update the settings. See 
Chapter 10 for more information about passwords. 
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7. If the message "Configuration change is complete!" appears on 
your screen, the update is complete. Enable the changes by 
pressing RESETor by turning your printer off and then on. 



THomel rHelul 


EPSON 


Conf igur 

c 

To ( 

press RESET or 


ition change is 
}mplete ! 

nable changes, 
turn printer off and on. 
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Chapter 6 



Using the Ethernet Card with 
Windows 95 and Windows 98 

This chapter explains how to install the protocols when using the 
Ethernet card with Windows 95 and Windows 98, and how to 
configure the Ethernet card for NetBEUI using the card home page. 



Overview 



Applicable systems 

□ Printing via EPSON Status Monitor 2 (TCP/IP) 

Because Windows 95 and Windows 98 do not support LPR 
printing, you need EPSON Status Monitor 2 to print with 
TCP/IP. 

□ Microsoft Windows Network (NetBEUI) 

You need to install the NetBEUI protocol and the Client for 
Microsoft Networks. Printing to the Ethernet card is equivalent 
to printing by printer sharing. 
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Overall steps 



Follow these steps to use the Ethernet card with Windows 95 and 
Windows 98. Go to the indicated chapters for more information. 

1. Install TCP/IP components, if necessary. See Chapter 3. 

2. Install NetBEUI components, if necessary. See this chapter. 
Note: 

If you use the Ethernet card with TCP/IP, you need to make sure TCP/ 
IP is installed. If you use the Ethernet card with NetBEUI, you also 
need TCP/IP, which allows you to access the card's home page. 

3. If you are not on a peer-to-peer network, install EPSON Net!2 for 
Windows. See Chapter 2. 

4. Assign an IP address to the Ethernet card using EPSON Net!2 or 
the arp command. See Chapter 3. 

5. Set up the printer. See this chapter. 



Printing with TCP/IP 

If you haven't installed TCP/IP on the workstations using the printer, 
you need to install it as described on page 3-1. 



Printing method 

Because Windows 95 and Windows 98 do not support the LPR 
printing protocol, you need EPSON Status Monitor 2 to print with 
TCP/IP. See Chapter 11, "EPSON Status Monitor 2 (Windows only)" 
for more information. 
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Printing with NetBEUI 



Installing the NetBEUI protocol 

After installing TCP/IP, you need to install NetBEUI. If NetBEUI is 
already installed, skip the steps below. 

Follow the steps below to install the Client for Microsoft Networks 
and the NetBEUI Protocol. 

1. Double-click Network in the Control Panel, and check if C lient 
for M ic rosoft Networks is in the list of installed network 
components on the configuration tab. 

2. If C lient for M ic rosoft Networks is not in the list, click the Add 
button. Select C lie nt and click Ad d . If it's in the list, go to step 4. 

3. Select M ic rosoft from the Manufacturers list and C lie nt fo r 

M ic rosoft Netwo rks from the Network Clients list and click O K. 



Selecl Helwoik Client E& 




4. Check in the network settings to see if NetBEUI is in the list of 
installed network components on the configuration tab. 

5. If NetBEUI is not in the list, click the Ad d button. Select Protoc 0 1 
and click Ad d . If NetBEUI is in the list, go to the next section. 
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6. 



In the Select Network Protocol dialog box, select M ic ro soft from 
the Manufacturers list, and then select NetBEUI from the Network 
Protocols list and click O K. 




Configuring the Ethernet card for NetBEUI using the 
Ethernet card home page 

You can configure the Ethernet card for NetBEUI using the Ethernet 
card home page. 

^ J Caution: 

□ You cannot use EPSON NetHfor Windows and the Ethernet 
card home page at the same time. 

□ Once you make changes to the Ethernet card using the home page, 
wait until the process is complete (the indicator lights stop 
flashing) before turning off the printer or sending data to the 
printer. 
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Note: 
□ 



If you have not assigned the IP address on the TCP/IP menu of 
EPSON Net !2 for Windows, or if you use the default setting 
(including when you select DHCP to acquire an IP address), you 
cannot configure the Ethernet card for NetBEUI using the 
Ethernet card home page. 



□ There are some restrictions on the characters you can use. For 
details, see your browser or OS documentation. 

1. Run EPSON Net!2. Click the printer you want to configure from 
the list, and click the La unc h Browse rbutton. EPSON Net!2 
closes automatically. 

Or, run the browser and type the IP address for the Ethernet card. 
Do not run EPSON Net!2 while the browser is running. 

Type the following URL: 

http :/ / (IP address of the Ethernet card) / 

The home page appears. 

2. Click NetBEUI under Network on the Configuration menu. The 
NetBEUI setting screen appears. 



EPSON 



TCP/IP 
Apple Talk 
HetBETII 



TCP/IP 
Apple Talk 
NetBEUI 



NetBEUI 


Enable 


NetBIOS Name 








Workgroup Name 


I10KKGROUP 


Device Name 


|EPS0H| 



3. Select Ena b le in order to use NetBEUI. 



Note: 

If Disa b le is on, all NetBEUI related functions stop. 
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6. 



Type the NetBIOS name (up to 15 characters), the workgroup 
name (up to 15 characters), and the device name (up to 8 
characters). 



Note: 

□ The NetBIOS name is the name of your computer on the network. 
Make sure to give the printer a unique name for the network. 

□ For the workgroup name, type the domain name or the workgroup 
name used in the Windows network. 

7. Click SUBM IT to update the settings. If you have set a password, 
type the password to update the settings when prompted. See 
Chapter 10 for more information about passwords. 

8. If the message "Configuration change is complete!" appears on 
your screen, the update is complete. Enable the changes by 
pressing RESETor turning your printer off and on. 



To 

press RESET or 



EPSON 



Conf igur ition change is 
c jmplete ! 



| [table changes, 
turn printer off and on. 

RESET | 
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Setting up your printer 

This section explains how to set up your printer and Ethernet card. 

1. Double-click Add Printerin the Printer window. 

2. Click the Network Printerradio button and click Next. 

3. Click the Browse button, and add the network path from the list. 
If it is not possible to browse, type the following at the Network 
path or queue name box. 

\\ (NetBIOS name of the Ethernet card)\ 
(Device name of the Ethernet card) 





Do ;:qu print from MS-DOS-based programs? 
C Yes 




4. 



Follow the on-screen instructions to set up the printer. 
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Chapter 7 



Using the Ethernet Card with 
Windows NT 



This chapter explains how to install protocols when using the 
Ethernet card with Windows NT 3.51/4.0 and how to configure the 
Ethernet card for NetBEUI using the Ethernet card home page. 



Overview 
Applicable systems 

□ Windows NT 3.51 and Windows NT 4.0 

□ LPR Port (TCP/IP) 

□ Microsoft Windows Network (NetBEUI) 

□ It is necessary to install the NetBEUI protocol on each system 
when printing with NetBEUI. Printing to the Ethernet card is 
equivalent to printing by printer sharing. 
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Overall steps 



Follow these steps to set up and use the Ethernet card with Windows 
NT. Go to the indicated chapters for more information. 

1. Install TCP/IP components, if necessary. See Chapter 3. 

2. Install NetBEUI components, if necessary. See this chapter. 
Note: 

If you use the Ethernet card with TCP/IP, you only need TCP/IP. If you 
use the Ethernet card with NetBEUI, you need both TCP/IP and 
NetBEUI. You need TCP/IP when you use NetBEUI to access the 
Ethernet card home page. 

3. Install EPSON Net!2 for Windows. See Chapter 2. 

4. Assign an IP address to the Ethernet card using EPSON Net!2 or 
the arp command. See Chapter 3. 

5. Configure the NetBEUI settings on the Ethernet card home page. 
See this chapter. 

6. Set up the printer on the workstations that will use it. See this 
chapter. 



Printing with TCP/IP 

If you haven't installed TCP/IP, you need to install it, as described 
in Chapter 3. 



Printing via the LPR port for Windows NT 3.51 

To use the printer with the Ethernet card and Windows NT, connect 
the network printer to your computer using the LPR port. 

If you are using the printer on a TCP/IP network with Windows NT 
(LPR), follow the steps in the next sections. 
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Setting up your printer 

Note: 

You must install the correct printer drivers before starting these operations. 

1. Select C reate Printerfrom the Printer menu in Print Manager. 

2. Type the printer name, and select the printer driver. 

3. If you use the printer on a network, check the Sha re this p rinte r 
0 n the netwo rk check box, and type the share name and the 
location. 

Share Name: 

Type the shared printer name. 

Location: 

The location is treated as a comment. If you want, you can 
type descriptive information here. 



Create Printer 








Printer Name: |epl n2000 | 


□ K | 


Driven |ePI_-N2GGG + 


Cancel | 






Description: | 






Print to: |LPT1: + 




i- ^ Share this printer on the network 






Share Name: |epl-n2GGG j 
Location: | | 











4. Select Otherfrom the Print to pull-down menu. 

5. The Print Destinations dialog box appears. Select LPR Po rt from 
the Available Print Monitors list and click O K. 





Print Destinations 


Available Print Monitors: | OK | 




Digital Network Port 
Local Port 






LPR Port 






Other... 











Using the Ethernet Card with Windows NT 7-3 



6. 



The Add LPR compatible printer dialog box appears. Type the 
IP address of the Ethernet card and the name of the printer, and 
click OK. 



Add LPR compatible printer 



b or address of host providing Ipd: [ 
s of printer on that ma chin 



|epl-n2QQQ~ 




7. In the Create Printer dialog box, if the Print to box shows 
"IP address: printer name/' the setting is complete. 



Descriptio 
Print to: 



| ep I -n2000 



[XI Share this printer on the network - 
Share Name: |epl-n2Q0Q 
Location: 1 



| EPL-N2000 








| 



>VX >*<:XXXX EPL-N2000 




8. Click O K to start installing the printer driver. Follow the 
on-screen instructions. 



Changing the type of access of the spool directory 

You need to change the access rights of the spool directory when you 
create a shared printer on the Windows NT 3.51 Server (when you 
select NTFS file system). 

1. Start the File Manager and point the cursor at 
\ WINNT35\ SYSTEM 32\ SPOO L\ PRINTERS. 

2. Select Permissions from the Security menu. 
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3. 



Change the type of access of Everyone to ADD & READ 
(RWX)(RX), and click OK. 




Director D:\WINNT35\svstem32\spool\PRINTERS 



Owner: Administrators 




Z] Replace Permissions o 


n Subdirectories 


S Replace Permissions o 


n Existing Files 


(^Administrators 

[j> CREATOR OWNER 


Full Control (All] [All] 
Full Control (All] [All] 




Power Users 

$1> system 


Change [RWXD] [RWXD] 
Full Control [All] [All] 



Type ol Access: jl^J^^J^^JJ BH| - 1 

j DK "I | Cancel ~| | Add... ~| | Remove ~| | Help ~[ 



Printing via the LPR port for Windows NT 4.0 



Setting up your printer 

1 . Double-click the MyComputer icon on the desktop, then 
double-click the Printers icon. 

2. Double-click the Add Printersicon, and click the My Computer 
radio button, then click Next. 

3. Click Add Po rt in the Add Printer Wizard dialog box. 
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4. 



Select LPR Po it from the Available Printer Port list, and click the 
New Port button. 




Note: 

You cannot use the Lexmark TCP/IP Network Port with this Ethernet 
card. 

5. The Add LPR compatible printer dialog box appears. Type the IP 
address of the Ethernet card in the first text box and an 
appropriate printer name in the second text box. Then click O K 
to return to the Printer Ports dialog box. 



Add LPR compatible piin 


B 




^ ^= | OK | 

"ntiM'=r— r |= r |- n wwi Cancel | 

Help | 



6. Follow the on-screen instructions to install the printer driver. 



Printing with NetBEUI 

After installing TCP/IP as described in Chapter 3, you need to install 
the NetBEUI protocol. 

If NetBEUI is already installed, skip to "Configuring the Ethernet 
card for NetBEUI using the Ethernet card home page" on page 7-8. 
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Installing NetBEUI In Windows NT 3.5 1 



1. Double-click the Netwo rk icon in the Control Panel to display 
the Network Settings dialog box. Check if NetBEUI Protocol is 
listed in the Installed Network Software list. 



Computet Name: DYNASTER 
Workgroup: WORKGROUP 



" Network Software and Adapter Cards 
Installed Network Soil' 



NetBIOS Interlace 

NWLink IFWSFW Compatible Transport 
NWLink NetBIOS 



Installed Adapter Cards: 



Description: [Microsoft NetBEUI 3 D Transport 




2. If NetBEUI Protocol is not in the list, click the Add Softwa re 
button. Select NetBEUI Protocol from the Network Software 
pull-down menu, and click C ontinue to add NetBEUI. 



Add Network Software 



I NetBEUI Protocol 



Continue 



Select the software component jpou want to install; use <Other> if jpou have a disk 
from the vendor. 
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Installing NetBEUI in Windows NT 4.0 



1. Double-click the Netwo rk icon in the Control Panel. Click 
the Protocols tab, and check if the NetBEUI Protocol is in the 
Network Protocols list. 




2. If NetBEUI Pro toe 0 1 is not in the list, click Ad d . Select NetBEUI 
Pro toe Ol and click 0 K. 



Configuring the Ethernet card for NetBEUI using the 
Ethernet card home page 

You can configure the Ethernet card for NetBEUI using the Ethernet 
card home page. 




Caution: 



□ You cannot use EPSON Netllfor Windows and EPSON Net!2 
for Intranet at the same time. 

□ Once you make changes to the Ethernet card using EPSON 
Net!2, wait until it registers the settings before turning off or 
sending data to the printer. 
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Note: 

□ If you have not assigned the IP address on the TCP/IP menu of 
EPSON Netllfor Windows or with the arp command, if you use the 
default setting, or if you selected DHCP to acquire an IP address, you 
can't configure the Ethernet card for NetBEUI using the Ethernet 
card home page. 

□ There are some restrictions on the characters you can use depending 
on your browser. For details, see your browser or OS documentation. 

Before you follow these steps, make sure to set the IP address for the 
Ethernet card in the EPSON Net!2 for Windows TCP/IP dialog box. 

1 . Run EPSON Net!2. Click the printer you want to configure from 
the list, and click the La unc h Browse rbutton. EPSON Net!2 
closes automatically. 

Or, run the browser and type the IP address for the Ethernet card. 
Do not run EPSON Net!2 while the browser is running. 

Type the following URL: 

http :// (IP address of the Ethernet card) / 

The home page appears. 

2. Click NetBEUI under Network on the Configuration menu. The 
NetBEUI setting screen appears. 



EPSON 



Information 
j Het»otk 



Configuration 
V Hetvorb 

NetWare 
TCP/IP 
AppleTalk 
NetBEUI 



NetBEUI 



|uetBEUI 




[NetBIOS Name 




[Workgroup Name 


IWOEEGROUP 


[Device Name 





I Document: Done 
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3. 



Select En a ble to use NetBEUI. 



Note: 

If Disa b le is on, all NetBEUI related functions will stop. 

4. Type the NetBIOS name (up to 15 characters), the workgroup 
name (up to 15 characters), and the device name (up to 8 
characters). 

Note: 

□ The NetBIOS name is the computer name on the network. Make 
sure to give the printer a unique name for the network. 

□ For the workgroup name, type the domain name or the workgroup 
name used for the Windows network environment. 

7. Click SUBM IT to update the settings. If you have set a password 
under the Optional menu, you will need to type the password to 
update the settings. See Chapter 10 for more information about 
passwords. 

8. If the message "Configuration change is complete!" appears on 
your screen, the update is complete. Enable the changes by 
pressing RESETor turning your printer off and on. 
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Setting up your printer 

This section explains how to set up your printer on network 
workstations. 

For Windows NT 3.51 

1. Double-click Print Ma nager in the Main dialog box, and select 
Connect to Printerfrom the Printer menu. 

2. Select the printer you want to configure from the Sha red Printe rs 
list and click O K. 

If you cannot select the printer, type directly in the Printer box as 
follows: 

\\ (NetBIOS name of the Ethernet card) \ 
(Device name of the Ethernet card) 

For Windows NT 4.0 

1. Double-click Add Printerin the Printers dialog box. 

2. Click the Netwo rk p rinte rse rve rradio button in the Add Printer 
Wizard dialog box. 

3. The Connect to Printer dialog box appears. Select the printer you 
want to configure from the Sha red Printers list. 

If you cannot select the printer, type directly in the Printer box as 
follows: 

\ \ (NetBIOS name of the Ethernet card) \ 
(Device name of the Ethernet card) 

4. Follow the on-screen instructions to set up the printer. 
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Using the NET USE command to see the Ethernet card 

When you are using Windows NT Server and using NetBEUI to 
connect to the Ethernet card, we recommend that you use the NET 
USE command, as outlined below: 

1 . Double-click Netwo rk in the Control Panel and check that the 
following services are installed. 

For Windows NT 4.0: 

Check that Server or Workstation is listed in the Services menu. 
For Windows NT 3.51: 

Check that Server or Workstation is listed in the Installed 
Network Software list. 

2. Open the command prompt of Windows NT and type in the 
following command. 

NET USE (printer port): \\ (NetBIOS name of the Ethernet 
card) \ (Device name of the Ethernet card) 
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Chapter 8 



Using the Ethernet Card with OS/2 

This chapter explains how to configure and use the Ethernet card with 
an IBM OS/2 network. The instructions in this chapter are valid for 
OS/2 Warp 3 and Warp 4 (OS/2 Warp Connect and OS/2 Warp 
Server). 



Overview 



Applicable systems 

□ OS/2 Warp 3, OS/2 Warp 4 

□ lprportd (TCP/IP) of Warp 

□ Shared printer 

It is necessary to install the IBM OS/2 NetBIOS protocol. 

Overall steps 

Follow these basic steps for using the Ethernet card with OS/2. Go to 
the indicated chapters for more information. 

1. Install TCP/IP protocol or NetBEUI protocol if necessary. 

2. Set the IP address using the arp command. See Chapter 3. 

3. Configure the Ethernet card for printing. See this chapter. 



Using the Ethernet Card with OS/2 8-1 



Printing with TCP/IP 



This section explains TCP/IP printing using the LPR port supported 
by standard OS/2. 

I. Double-click the OS/2 system folder, then the System Setup 
folder, and then double-click the TC P/IP Configuration icon. 













m 






mmm TCP/IP 1 i 

■ Configuration ■ 
WW! (LAN) 1 















2. Click the Printing tab. Type the IP address of the Ethernet card in 
the Remote print server box and the name of the remote print 
server's printer in the second text box. Type a value of 1 or greater 
in the Maximum number of LPD ports box. 



1 TCP/IP Configuration 








=ja Configure Printing Services | 


Network 






Routing 




Remote print server jxxx.xx.xxx.xxx 


Host names 






Autostart 




Remote print server's printer |epl-n2000 

3 


General 




Security 




3 r 

^ Maximum number of LPD ports [li 


Servers 




Socks 




Printing 


Undo Default | Help | 


Mail 


% [+][+] 


Sendmail 
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3. 



Click the Autosta rt tab. Select Iprportd in the Services to 
autostart list. Check the Autostart service check box, and select 
the Detached radio button. 



Configure Automatic Starting Of Services 

Services to autostart Autostart Options 



inetd 

telnetd 

ftpd 

Htpd 

rexecd 

rshd 

Ipd 



* Detached 
O Foreground session 

Minimizes! 



Services 




ce 




1 1 Network 






1 1 Routing 






Ho si names | 



Autostart 
General 
I Security 




4. Save the settings you made in the TCP/IP Configuration dialog 
box, and restart your computer. 

5. Double-click the Te m p la te icon in the OS/2 System folder. Drag 
the Printer icon to your desktop to create a printer. 

6. Double-click the Printer icon to link Iprportd to the printer (see 
your OS/2 manual for more information about setting up the 
printer). 
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7. 



Select Properties from the control menu, then click the Output 
Port tab. 




8. From the Output Port list box, select one port from \PIPE \LPD0 
to \PIPE \LPDn (where n is the maximum number of LPD ports). 
The \ PIPE \ LPD -Settings dialog box appears. 

9. Type the IP address of the Ethernet card in the LPD server box. 
Type the printer name set in step 2 in the LPD printer box. 




'0 □ Queue parameters MJ _e_ 




10. Close the window to exit printer configuration. 
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Printing with NetBEUI 

Follow these steps to set up printing on the workstations: 

1. Create a printer. 

2. Connect to the printer from the command line. For example, to 
connect the printer on LPT1, type: 

net use LPT1: \\ (NetBIOS name of the Ethernet card) 
\ (Device name of the Ethernet card) 
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Chapter 9 



Using the Ethernet Card with UNIX 

This chapter explains how to set up the printer for different UNIX 
systems using the lpr command. 

The Ethernet card supports many standard UNIX commands and can 
be configured from a host computer without using a special setup 
utility. 

The Ethernet card is able to function as a remote printer on systems 
using TCP/IP Ethernet transfer with lpr remote printing protocol, or 
standard ftp (file transfer protocol). 

Note: 

Because this Ethernet card does not convert data into the printer control 
language, a printer driver and filter are necessary for each system. 



Setting Up Different UNIX Systems Using the lpr 
Command 

The following UNIX systems can print using the standard lpr 
command: 

SunSoft Solaris 2.4 or later 

SunOS 4.1.4 or later 

IBM AIX 3.2.5 or later and 4.1.3 or later 

HP-UX 9.05 or later 

SCO UNIX 4.2 or later 
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Setting up for SunSoft Solaris 2.4 or later 

In the following steps, substitute the name you will use to configure 
your printer's Ethernet card on the network for HOSTNAME. 
Substitute the printer name that users will send print jobs to for 
Rprinter. 

1. Add the IP address and printer host name to the \etc\hosts file. 

For example: 

22.33.44.55 HOSTNAME 

2. Define the host name as a print server. 

For example: 

Ipsystem -tbsd HOSTNAME 

3. Create the printer. 

For example: 

Ipadmin -p Rprinter-sHOSTNAME\aux-Tunknown-l 
any 

4. Enable the printer for use. 

For example: 
accept Rprinter 
enable Rprinter 

Files are printed using the lp command. 

For example: 

lp -d Rprinter Print-File-Name 
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Setting up for SunOS 4. 1.4 or later 

In the following steps, substitute the name you will use to configure 
your printer's Ethernet card on the network for HOSTNAME. 
Substitute the printer name that users will send print jobs to for 
Rprinter. 

1. Add the IP address and printer host name to the \etc\hosts file. 

For example: 

22.33.44.55 HOSTNAME 

2. Create a spool directory. 

For example: 

mkdir\ va r\ spool\ lpd\ PRIFx 

3. Add the printer entry to the \etc\printcap file. 

For example: 
Rprinter | 

l^-iyOOilp-rrnMHOSTTNlAM E:rp=aux:sd =/va r/ spool/ 
Ipd/PRIFx 

Files are printed using the lpr command. 

For example: 

Ipt -s -PRPrinte r Print-File-Na me 
mm Caution: 

m ~ m The -s option should be included to print files that exceed 1 MB. 
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Setting up for IBM AIX 3.2.5 or later and 4. 1.3 or later 

In the following steps, substitute the name you will use to configure 
your printer's Ethernet card on the network for HOSTNAME. 
Substitute the printer name that users will send print jobs to for 
Rprinter. 

1. Add the IP address and printer host name to the /etc/hosts file. 

For example: 

22.33.44.55 HOSTNAME 

2. Run smit. 

For example: 
smit printer 

3. Set the printer name (for example: Rprinter) in: 

"Manage Remote Printer 
"Client Services" 
"Remote PrinterQueues" 
"NAMEof queue to add" 

Set the host name (for example: HOSTNAME) in: 

"DESTINATION HO ST for remote jobs" 
Set the port name (for example: aux) in: 

"Name of QUEUE on remote printer 
Use the lpr command to print. 

For example: 

lpr -PRPrinter Print-File-Name 
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Setting up for HP-UX 9.05 or later 



In the following steps, substitute the name you will use to configure 
your printer's Ethernet card on the network for HOSTNAME. 
Substitute the printer name that users will send print jobs to for 
Rprinter. 

1. Add the IP address and host name to the /etc/hosts file. 

For example: 

22.33.44.55 HOSTNAME 

2. Terminate the printer service. 

For example: 
Ipshut 

3. Create the printer. 

For example: 

Ipadmin -pRPrinter-v/dev/null -mrmodel 
-ormHOSTNAME -orpaux 

4. Restart the print service. 

For example: 
Ipshed 

5. Enable the printer for use. 

For example: 
accept Rprinter 
enable Rprinter 

Use the lp command to print. 

For example: 

lp -DRPrinter Print-File-Name 
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Setting up for SCO UNIX 4.2 or later (Open Server) 

In the following steps, substitute the name you will use to configure 
your printer's Ethernet card on the network for HOSTNAME. 
Substitute the printer name that users will send print jobs to for 
Rprinter. 

1. Add the IP address and host name to the /etc/hosts file. 

For example: 

22.33.44.55 HOSTNAME 

2. Execute rlpconf to register the printer. 

For example: 
rlpconf 

3. Enter the name of the printer. 

For example: 

Please enterthe printer name (q to quit):RPrinter 

4. Specify the remote printer as the printer type. 

For example: 

IsRprintera remote printerora local printer (r/l)? r 

5. Enter the name of the remote printer's host. 

For example: 

Please enterthe na me of the remote host that Rprinter 

isattached to: 

HOSTNAME 

PrinterRPrinterisconnected to host HOSTNAME 

6. Confirm that the entries are correct. 

For example: 

Is thiscomect?(y/n)y 
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7. 



Specify that the RLP extended function (valid when the print 
server is SCO-UNIX) will not be used. 



For example: 

If HOSTNAME currently runs SCO OpenServer Release 5 
or above, it can support the extended remote line 
printer protocol. Do you wantto turn on the "extended 
RLP pro toco I" sup port flag? 
If you are not sure, answer"n"? (y/n)[n]n 

8. Specify whether the created printer is to become the default 
printer. 

For example: 

Would you like this to be the system default printer? 
(y/n)y 

Use the lpr command to print. 

For example: 

lpr-d RPrinter Print-File-Name 
Using the ftp command 

Ftp commands are common to all UNIX systems. 

Ftp programs use an interface that is common for all UNIX systems. 

The following is an example of printing using the ftp command (the 
entry operations are underlined). 

ftp > open 22.33.44.55 

Connected to 22.33.44.55 

220 PR-lfx(22.33.44.55) ftp server ready. 

Name: 



331 Password Required for(No Name). 
Password: 
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230 User logged in. 

200 Type set to I. 

ftp > put binary file 

200 PORTcommand successful. 

150 Opening data connection for binary_file 

226 Transfercomplete 

ftp> bye 
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Chapter 10 



Using EPSON Net!2 and the Ethernet 
Card Home Page 

This chapter describes the functions of EPSON Net!2 for Windows, 
EPSON Net! 2 for Macintosh, and the Ethernet card home page. 



Using EPSON NeV.2 for Windows 

You can use EPSON Net!2 to check the configuration of your Ethernet 
card and change settings when necessary. The main dialog box for 
EPSON Net!2 is shown: 



(ft EPSON Net!2 








mmm 




1 


1 Pf inter Model 


1 MAC Address 


1 IP Address 


P,i„,S„»„N,™ 


EH—ALL 


1 

El— TCP/IP 
1 1 

ED— NETWARE 


— >3 EPL-N2DD0 

— EPL-N2000 




— NONE — 


EPL-N2000-xxxxxx 


1 1 



The three categories are ALL, TCP/IP, and NETWARE; and the 
printer list is shown as a tree structure. 

Note: 

If the NetWare communication protocol IPX is not used, the NetWare 
category is not displayed. When you start EPSON Net!2 an error message 
appears: "NetWare cannot be used. " Click 0 K. 
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Launching the Browser 

Select the printer you want to configure on the EPSON Net!2 screen, 
and then click the La unc h Browse rbutton. The Ethernet card home 
page appears in your Internet browser. EPSON Net!2 for Windows 
automatically closes when the browser opens. 

Configuring your printer 

Select the printer you want to configure from the printer list on the 
EPSON Net! 2 dialog box, and click the Configuration button to 
configure the Ethernet card using EPSON Net!2. (Or, select 
C 0 nf ig u ra tio n from the file menu.) 

Refreshing the printer information 

Select Refresh from the View menu to access all printers and update 
the list to show the latest information. 



Setting time-out time and hops 

Select O ption from the Option menu to change the performance 
settings for EPSON Net!2. Save the values by clicking O K. They take 
effect the next time you run EPSON Net!2. 




Time-out time 



W~ Sec 
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Time-out time: 

Use this to set the time-out for communication with the Ethernet 
card(s). You can choose a value between 3 and 99 seconds. (The 
default value is 15 seconds.) 

Note: 

When the network is large and many Ethernet cards are used, a longer 
time-out is recommended. 

NetWare effective hops: 

Set the number of hops you can take to get to the Ethernet card 
when searching for printer information. All cards within this 
number of hops are identified and listed in EPSON Net!2. You 
can set the number of hops from 0 to 15. (The default value is 3.) 

Caution: 

Set the smallest value necessary for the number of hops. If you 
set a large number of hops, many search packets are generated, 
causing excess network traffic. If you use a dial-up router, 
account faults may be caused by passing search packets through 
the line. 



Using Subnet Settings 

Use these settings when you want to get the interface card's 
information for another segment on the network. See Chapter 3. 



Item 


Explanation 


Subnet 


Type the subnet add ressyou want to search (0 
to 255). 


SubnetListbox 


Tne interface cardsin the subnet a ddressyou 
added to the Subnet box a re searched and are 
listed on the EPSON Net!2 dialog box. 


Add button 


Addsthe subnet address to the Subnet List box. 


Delete button 


Deletesthe subnet add ressfrom the Subnet List 
box by selecting the subnet address and then 
clicking the Delete button. 
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Creating print queues 

Use these settings when creating a print queue and setting the queue 
information in the NetWare file server. See Chapter 4. 

Note: 

Only Bindery queues are supported. You have to log onto the NetWare server 
with supervisor privileges. 



Item 


Explanation 


Queue list 


Showsthe file server'slist (when logged in asa 
supervisor). Double-click the file serverto show 
the queues. 


New button 


Click this button to open the Create Queue 
dialog boxand create a new queue. 


Delete button 


Clickthe queue you wantto delete, then click 
the Delete button. 


Create Queue dialog box 


File server 
name 


Showsthe file servername selected in the tree. 


Queue name 


Type a queue name up to 47 characters. 


Printer name 


Type a printername up to 47 characters. 


Print server 
name 


Select a print serverfrom the drop-down list. 



Changing configuration settings 

You can see the Ethernet card parameters or change configuration 
settings for your network protocol. Select your printer in the EPSON 
Net!2 main dialog box and click the C 0 nfig u re button. See each 
section below to change the appropriate settings for your network. 
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Viewing the Ethernet card parameters 

The Information tab shows the current Ethernet card parameters. 




Items 


Explanations 


MAC address 


Showsthe Media AccessControl address 
(physical address) of the Ethemetcard. 


Printermodel 


Showsthe printername. 


Hardware version 


Showsthe version of the Ethernet card. 


Software version 


Showsthe version of the Ethernet card. 


Return to Default 


Resetsa II configuration setting sto the defaults. This 
is the same as initializing the Ethernet card. 
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Changing TCP/IP Settings 



Specify TCP/IP settings on the 1C P/IP tab as described below. See 
Chapter 3 for details. 



Nelwoik Caid's Property 




Items 


Explanations 


The way of acquiring 
an IP address: 


Select the way of acquiring an IP address 
from Manual, RARP, BOOTP, orDHCP. 


IP address 


Setthe IP address forthe Ethernet card. 


Subnet mask 


Setthe subnet maskof the IP address. 


Default gateway 


Setthe gateway. 
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Making basic NetWare settings 



You can make basic NetWare settings on the NetWa re Ba sic tab. See 
Chapter 4 for details. 



Nelwoik Caid's Property 




Items 


Explanations 


Frame type 


Select the fra me type. 


Mode 


Select the mode from Print Server, Remote Printer, 
or Stand by. 


NDS 


Enable orDisable NDS. 


NDSTree Name 


Type the NDS tree name. 


NDS Context 


Type the NDS context. 
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Changing settings for Print Server mode 



Make settings on the Print Se rve rtab when you use the Ethernet card 
in Print Server mode. See Chapter 4 for details. 




Items 


Explanations 


Primary file server 
name 


Selectthe serverwhere you create a print 
queue. 


Password 


Type the print server password, if necessary. 


Re-input password 


Re-input the password. 


Print server name 


Type the print server name. 


Polling interval 


Type the polling interval in seconds. 
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Changing settings for Remote Printer mode 



Make settings on the Remote Printertab when you use the Ethernet 
card in Remote Printer mode. See Chapter 4 for details. 



Nelwoik Caid's Property 




Items 


Explanations 


Primary print server 


Selectthe primary print servername. 


Printerport number 


Type the printerport number. 



Using EPSON Net!2 for Macintosh 

You can use EPSON Net!2 to check the configuration of your Ethernet 
card and change settings when necessary. The main dialog box for 
EPSON Net!2 is shown: 



p EPSON Ne1!2 Uerl.00 




Ptinter Model MAC Address IP Address Printer Name 








EPL-M2000 fflcocococooa ie«B!Sffli(»! EPL-NSOOO-fflcooa 








■ ■ ■ ■ i ■ ■ ■ ■ 








Quit Option Launch Browser] 1 Configuration 
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Setting the time-out time 



Click the O ption button to set the time-out used for 
communication with the Ethernet card. Choose a value between 
3 and 99 seconds. (The default value is 5 seconds.) 



Launching the browser 

Select the printer you want to configure in the EPSON Net! 2 
window, and then click the La unc h Browse rbutton. The 
Ethernet card home page will appear in your Internet browser. 
EPSON Net! 2 for Windows automatically closes when your 
browser opens. 



Changing configuration settings 

You can change IP address and AppleTalk settings in the dialog box 
shown below. To access the settings, select your printer in the EPSON 
Net!2 main dialog box and click the C 0 nfig U ra tio n button. Then see 
the sections below to change the settings for your network. See 
Chapter 3, "Setting the IP Address," and Chapter 5, "Using the 
Ethernet Card with Macintosh," for more details. 



EPSON Net!2 



-IP Address Configuration - 

IP Address Setting 
9 Enable DHCP 
9 Enable BOOTP 
9 Enable RARP 
^ Mental 



pAppleTalk Configuration-i 

Pnater Setting 
Pnater Name : 
EPL-H2000-xxxxxx 
Entite Tgpe 



ED. EEL HEM 



AppleTalk Setting 

Zone Name : 



| 255 | | 255 | | 255 | | 255 | 

Default Gateway : 
| 255 | | 255 | | 255 | | 255 | 



[ AUTQ t | 
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IP Address Configuration settings 



Items 


Explanations 


IP Address Setting 


Selectthe method ofacquiring an IPaddressfrom 
the following: Manual, PARP, BOOTP, orDHCP. 


IP Address 


Setthe IP address forthe Ethernet card. 


Subnet Mask 


Set the subnet mask of the IP address. 


Default Gateway 


Setthe gateway. 



AppleTalk Configuration settings 



Items 


Explanations 


Prints rMa mp 

V III 1 LC 1 1 N CI 1 1 1 C 


Ol 1U Vv b LI 1 G 1 Id 1 1 1 C U 1 Lilt |J 1 II 1 LC 1 VV ILI 1 LI 1 C III LC MdLc 

card. 


Entity Type 


Showsthe Entity type of the printerattached with 
the interface card. 


Tone Name 


Select an AppleTalk zone. 


Network Number 
Set 


Specify the setting method forthe AppleTalk 
network number. 


Network Number 
forManual Mode 


Type the network number. 


Return to Default 


Resets a II configuration settings of the Ethernet 
card to the default settings. This is the same as 
initializing the Ethernet card. 


Cancel 


Cancels the changesand returns to the EPSON 
Net!2 dialog box. 


Send 


Sendsthe settingsforthe Ethernet card to the 
printer. 
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Using the Ethernet Card Home Page 



This section describes how to configure the Ethernet card using the 
card's home page. To access the Ethernet card, open your browser 
and type the IP address of your Ethernet card. Or, from EPSON Net!2, 
click the Launch Browse rbutton. The card home page appears: 



[Home] Weld 


EPSON d 

PRIFNW1 


_ MENU 


General In format i on 


j Ret work 








Interface Card Model Name PRIFNW1 




HetWare 


MAC Address jxxx.xx.xx 




TCP/ IP 


|Hardware Version |l .00 




ApnleTalk 


|Software Version 1 1 .00 




HetBEUI 






C onf i gur at i on 
j If et work 

HetWare 
TCP/ IP 
AnnleTalk 
HetBEUI 






Optional 

Reset 
Password 
Uudate Home 
Pa E e 




, .r 1 


~ 





The home page screens described in the following sections give you 
detailed information about your Ethernet card and also let you 
configure the card, if necessary. 

Note: 

If you use a version of Microsoft Internet Explorer that is earlier than 4.0, 
you cannot use Update Home Page in the Configuration menu of the card 
home page, or scroll properly in Windows NT 3.51. 
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Viewing general information about the card 

The initial page shows the general information about the Ethernet 
card. (If you are on a different page, click Home to view this 
information.) 



Items 


Explanations 


Interface Card 
Model Name 


Showsthe model of the Ethernet card. 


MAC Address 


Showsthe Media AccessControl address 
(physical address) of the Ethernet card. 


Hardware Version 


Showsthe version of the Ethernet card. 


Software Version 


Showsthe version of the Ethernet card. 



Using the Information and Configuration pages 

The Information and Configuration settings are described in the 
tables below. Click the protocol you want to configure or check 
information for in the Configuration or Information menu to access 
the page. (Contents are the same for both Information and 
Configuration screens). 

NetWare Basic Configuration/Information 



Items 


Explanations 


NetWare 


Enable orDisable NetWare. 


Primary Frame type 


Select the frame type. 


Mode 


Selectthe modefrom NDSPrintServer, 
NDS Remote Printer, Bindery Print 
Server, Bindery Remote Printer, or 
Standby. 


NDSTree Name 


Type the NDS tree name. 


NDS Context 


Type the NDS context. 
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Print Server Mode 



Items 


Explanations 


Primary File ServerName 


Selectthe serverwhere you create a 
print queue. 


Print ServerName 


Type the print servername. 


Polling Interval 


Type the polling interval in seconds 


NetWare Password 


Type the print server password. 



Remote Printer Mode 



Items 


Expla nations 


Primary Print Server 
Name 


Selectthe primary print servername. 


PrinterPort Number 


Type the printer port number. 


SUBMn 


Updatesthe settings. 



TCP/IP 



Items 


Explanations 


Get IP Address 


Selectthe method of acquiring the IP 
addressasManual, RARP, BOOTP, or 
DHCP. 


IP Address 


Type the IP address forthe Ethernet 
card. 


Subnet Mask 


Type the subnet mask of the IP 
address. 


Default Gateway 


Type the gateway. 


SUBMM" 


Updatesthe changes 
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AppleTalk 



NetBEUI 



Items 


Explanations 


AppleTalk 


Enable orDisable AppleTalk. 


Printer Name 


Showstheprinternameattached with 
the interface card. 


Entity Type 


Showsthe Entity type of the printer 
attached with the interface card. 


Zane Name 


Input the AppleTalk zone. 


Network NumberSet 


Specify the setting method forthe 
AppleTalk network number. 


Network Numberfor 
Manual Mode 


Input the network number when you 
select Manual forthe Network 
NumberSet. 


SUBMn 


Update the changes. 




Items 


Explanations 


NetBEUI 


Enable orDisable NetBEUI. 


NetBIOS Name 


Type the computername (NetBIOS 
name) up to 15 characters. 


Workgroup Name 


Type the workgroup ordomain name 
up to 15 characters. 


Device Name 


Type the device name up to 8 
characters. 


SUBMIT 


Update the changes. 



Changing optional settings 

You can change any of the optional settings to update the card or the 
card's home page. Click the setting you want to configure under the 
Optional menu to access the page. The settings are described in the 
tables that follow. 
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Reset options 

You can initialize or reset the Ethernet card from the Reset screen. 
The update is complete when the message "Configuration change is 
complete!" appears after you click the SUBM ITbutton. 



Items 


Explanations 


RESET button 


ClickRESETto cause the changesto 
take effect. If you c lie kRESETfo reach 
setting screen, orrestartthe printer, 
you do not need to clickthe RESET 
button. 


RETURN ID DEFAULT 


Returns the interface card to the 
default settings. 



Password settings 

The password protects the Ethernet card settings. You are asked for 
the password when you update or change the settings on each setting 
screen. Update is complete when the message "Password change is 
complete!" appears after clicking the SUBM ITbutton. 



Items 


Explanations 


Old Password 


Input the old password. 


New Password 


Input the new password. 


Re-input Password 


Re-input the new password. 


SUBMM" 


Update the changes. 



Note: 

If you forget your password, you need to return all settings to the default 
settings by selecting RESET under the Optional menu. Select the 
RETURN TO DEFAULT option, then input a new password. 



Update Home Page 

Normally, you do not need to make any changes here. 
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Monitoring a Windows shared printer (supported under 
Windows NT only) 



To monitor a shared printer from the client through the server 
machine, select Allow monitoring in the Windows shared printer 
dialog box when you install EPSON Status Monitor 2 in the server 
machine. 



Client machine 



Server machine 





® 




© 


/S =F" 
















1. The port used for monitoring will differ from system to system. 

2 . The environment must support normal printing from the shared 
printer. 

See the Readme file for more information about support for 
Windows shared printers. 
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Chapter 7 / 



EPSON Status Monitor 2 (Windows Only) 

EPSON Status Monitor 2 is a utility program that: 

□ Monitors and shows information about your printer, 
including the amount of remaining ink or toner. 

□ Provides error messages if a print error occurs. 

□ Allows you to print using the TCP/IP protocol with 
Windows 95 and Windows 98. 

For more information on using the Status Monitor, open the online 
help included with the utiity. 

Note: 

Before using the Status Monitor, be sure to read the Readme file located on 
the Ethernet card CD-ROM. This file contains the latest information. 



Using EPSON Status Monitor 2 in NetWare 

You can use the network printer though the NetWare server. Connect 
the printer to a Bindery queue or NDS queue in Windows 95, 
Windows 98, Windows NT 3.51, or Windows NT 4.0. Use 
IntranetWare Client32 Ver 1.12 or later if you are using Windows 95 
or Windows 98. Use IntranetWare Client if you are using Windows 
NT. See the EPSON Status Monitor 2 Readme file for more 
information about NDS support. You must set the port number to 0 
when using Remote Printer mode. 
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If you use your printer in a NetWare environment, you need to 
connect to the print queue that is assigned to your printer before 
installing EPSON Status Monitor 2. 

1. Click Sta it, point to Settings, and click Printers. 

2. Double-click Ad d Printer. 

3. Select Network printer, and click Next. 

4 . Double-click the NetWare file server that services the print queue 
assigned to your printer. 

5. All of the queues serviced by that file server appear in a list. Select 
the correct print queue, and click O K. (If the printer driver is not 
installed, a dialog box appears prompting you to select the 
printer driver.) 

6. Click Yes to make your printer the default and click Next. 

7. Click Finish. 



Installing EPSON Status Monitor 2 

Note: 

Turn off all other active applications (such as virus protection programs). 
For instructions on how to do this, see your application or Windows 
documentation. 

Note for NT 3.51 & 4.0: 

Before starting the installation, log on as Administrator. 

1. Insert the Ethernet card software CD-ROM in the drive. 
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2. Click Insta II EPSO N Sta tus M 0 nito r 2, and then click the right 
arrow EEE] button. 




Note: 

If the screen above does not appear automatically, do the following: 

If you are using Windows 95, 98, or NT 4.0, click Sta rt and Ru n. If 
you're using Windows NT 3.51, choose Run from the File menu in 
the Program Manager. 

Type D:\ EPSETUP and click O K. If you inserted the CD-ROM in a 

drive other than drive D, substitute the appropriate letter. 




Windows 95, 98, and NT 



Command Line: 



D:\EPSETUP 



]@ 



□ Run Min 



i Separate Memory Space 



Windows NT 
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3. Read the on-screen instructions and click Next. 

4. Click Next, or if you want to change the destination directory, 
click Browse and select your directory. 

Note (Windows 95 and Windows 98): 

Select Yesin the screen below to enable EPSON TCP/IP printing, and 
then click Next. (This screen only appears if TCP/IP is installed.) 




5. Select the type of printer(s) you want to monitor and click Next. 
The printer types that you can monitor and the protocols you 
need to use vary from system to system. 
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6. 



Select Monitor to monitor network printers that do not have 
drivers installed in your computer. Select Do not monitoronly 
if network traffic is a problem. Click Next. 




Note (NetWare network-based printers): 

In the screen shown below, set the number of hops (0 to 15) and click 
Next. This option is available only iflPX/SPX is installed in your 
computer and you selected Monitor NetWare p rinte rs in step 5. 




next hop and you are likely to be charged for the line connection 
depending on the number of hops you set. To prevent this and 
to keep network traffic to a minimum, set hops carefully. For 
more information, see "Monitoring printers beyond routers" on 
page 11-31. 
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7. Select Allow monitoring to monitor Windows shared printers. If 
you don't want to monitor Windows shared printers, select Do 
not a How monitoring. 

Note for Windows 95/98: 

The screen shown below does not appear in Windows 95 or Windows 98. 



Windows shared printer 



Select whether or not to allow the Windows shared 
printer which is connected to this computer to be 
monitored by another computer. 



p Allow monitoring 
Do not allow monitoring 



8. Check the current settings and click Next. The installation 
program starts installing the necessary files. Follow the 
instructions on the screen. 
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9. 



Select Yes and click Finish to restart Windows when you 
see the following screen. 






Before you can use Ihe program, you must restart Windows oi 
your computer. 



Setup has finished copying files to your computer. 



Remove any disks from then drives, and then click Finish io 
complete setup. 



No, I will restait my compute! later. 



*. r I ■ 31.1 ■> tr in* (■■■•■ ■: :*■■[■ i'r i ■>■ 



Selecting a Printer to Monitor 

Before you can start monitoring a TCP/IP or LPR printer with EPSON 
Status Monitor 2, you need to select the printer in your operating 
system. For Windows 95 and Windows 98, see the following section. 
For Windows NT, see Chapter 7. 

Note: 

A printer will only appear if the Ethernet card's IP address is set. 

For instructions on installing the card, see Chapter 1. For instructions on 

setting the IP address for the card, see Chapter 3. 

Windows 95 and Windows 98 



The EPSON TCP/IP Printing setting must be set to Yes/or Windows 95. 
1. Double-click the NetworkNeighborhood icon on your desktop. 



Note: 
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2. 



Double-click Epson_tc pip_printers, so that available printers 
equipped with Ethernet cards in the same segment as your 
computer appear in the window. 



Rd Network Neighborhood 



Eile Edit View Help 



^ Entire Network 
i)31 2iu50 
ij Cpqnt403 
Cpqwnt351 



Epson_tcpip_printers 



-^}Hpnt355 
^}Hpnt403 
^}Necnt351 
^}Necnt401 
-^}Necnt402 
—I 



3. Double-click the target printer. 



]H Epson_tcpip_prinlers 


l-lnlxl 


File Edit View 


Help 




^ epl-n2000-q1 


^queue005 




~*queue00lH 


v^queueOOG 




^ queue002 
queue003 
^ queue[l04 


^stylus-3000-ql 

CJ sys 
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4. Follow the instructions that the Wizard gives you on the screen. 
If you are required to install the printer driver, follow the 
instructions in the documentation that came with the printer. 



Add Piinler Wizard 




Note: 

To install a printer located beyond a router, double-click Add Printe r 
in the Printers folder to start the Add Printer Wizard. Set the IP address 
for the target printer by typing \ \ EPSO NIC PIP_Printe followed 
by your IP address. 



Add Piinler Wizard 
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Changing Status Monitor 2 Settings 



You can change EPSON Status Monitor 2 settings as described below. 

1. Open the Run dialog box from the Start menu or the Control 
Panel depending on your system. Type the path to the directory 
where you installed the Status Monitor, followed by Setu p . Then 
click OK. 



HI 



EE] 



Type the name ot a prof 
Windows will open 



Open: |C:\ESM2\SETUP 



Cancel | 



Windows 95, Windows 98, 
and Windows NT 4.0 



1— Run ] 


Command Line: 


1 °* 1 


| C:\ESM2\SETUP | | ±J | Caned | 


□ Run Minimized 




1 1 Run in Separate Memory Space 


| H.lp 





Windows NT 3.51 



When you have installed the program in directory ESM2 of 
drive C, type C :\ ESM 2\ SETUP. 

Note: 

If you installed the program in a directory other than ESM2, type the 
path to the directory instead ofESM2. 

2. Follow the instructions on the screen. 

Note (Windows NT 3.51 and 4.0): 

Users can individualize their own settings without affecting the settings 
of other users. 



Starting EPSON Status Monitor 2 
From Windows 95, 98, and NT 4.0 



Double-click the Status Monitor icon on the right side of the 
taskbar. 



11-10 EPSON Status Monitor 2 (Windows Only) 



You can also start EPSON Status Monitor 2 by clicking Sta rt, pointing 
toProgramsandEPSON, and then clicking EP SO N Sta tu S M 0 n ito r 2 . 




From Windows NT 3.51 

Double-click the EPSO N Status M onitor 2 icon on the screen. 





m 




EPSON Status 
Monitor 2 



You can also start EPSON Status Monitor 2 from within the Epson 
program group in Program Manager. 





Epson (Common] 


- - 


1 EPSON Status 
| Monitor 2 


1 Q 

EPSON Status EPSON Status 
Monitor 2 Monitor 2 
Readme Uninstall 
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Using the Basic Features of EPSON Status Monitor 2 



This section describes the basic operation and functions of EPSON 
Status Monitor 2. 

1. Click a printer in the EPSON Status Monitor 2 window. The 
Installed Printers list shows the current status of all EPSON 
printers that have printer drivers installed in your computer. 



E2B 



Prinler View Sellings Help 

g|l |„>| ^IVrlSf lB _^ J] 



t Installed Printers j j£ Uninstalled Network Printers | 

| Job Count | 



E--E.H- 1 EPL-N1 200[ipx] Ready or Printing 0 

Sl EPSCIN Stylus COLOR 152D[ipn[ Ready or Printing 0 
Ijjl rilliijllrll^ Ready oi Printing. 0 



2. Click the Printe r Sta tus ic 0 n iT] to see detailed information 
about the printer. Click the Monitoring Preferences icon 
to make various settings. 



■ EPSON Status Monitor 2 



printer status g H|.>| ^\y\sf m Jr^i 



X Installed Printers j j£ Uninstalled Network Printers | 

| Job Count | ~ 



||EPSONEPL-N1200[ipn] Ready or Printing 

-jU.ll'.L. 1 .!! 1 .'.!..:.::....: 1 ... 1 .. 1 ... 1 . 1 1 s: '' 'I ' " : Read i" or Anting. 
^^ ^^^^^^E$ £l$ffflfflH& Ready or Piinting. 



monitoring 
preferences 
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3. Click O K to close the dialog box after checking the printer status 
or making preference settings. 




For details, see page 1 1 -23 



Note: 

If you click the Monitorthis printer check box in the Monitoring 
Preferences dialog box, a Status Alert message appears according to the 
conditions you select in the Status Alert box. For detailed information, see 
"Background Monitoring Icon and Status Alert" on page 11-24. 
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Using the main window 



You can use the main window to see the current status of the printers. 
The color of the printer icon changes according to the printer's status. 





■ _ n|x| 


Printer View Sellings Help 




t Installed Printers j j£ Uninstalled Network Printers | 




Printer Name Slatus Job Count 


llEPSON EPL-N1 200[ipx] Ready or Printing 0 
|j|EPSDN Stylus COLOR 1520[ipx] Ready or Printing. 0 




||^^^^^^^^^^^^^^^^^^^^^^^^ 





Printer Icon: 


Meaning: 


Green 


Ready to print. 


Yellow 


Readyto print; howeverthe printerhasdetected 




something that may become a problem if it isn't 




fixed. 


Red 


Cannot print because of a problem. 


Gray 


Cannot monitorthe printer. 



Note: 

□ Close the Printer list window when you do not need it; this window 
uses computer resources if left open. 

□ If you change the printer port setting Print to the following port 

or Print to in the printer driver, quit EPSON Status Monitor 2 as 
described in "Stopping Monitoring" on page 11-26, and then 
restart it. 

Getting printer status from the Printer menu 

Note (Windows NT 3.51 and Windows 4.0): 

Job Status is not available. 

This menu provides you with detailed information on printer and 
print job status for any printer you select in the Installed Printers list. 
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Click PrinterStatusfor detailed information on the selected printer's 
status, or click Job Sta tus to get details on jobs waiting to print. 

Click Select Pa per Memory to open the Paper Memory Selection 
dialog box, where you can select a saved paper type to print on. The 
Select Pa per Memory command is not available on some printers. 
Click C lose to close the Status Monitor. 

If you select J 0 b Sta tuswhile monitoring an EPSON TCP/IP printer, 
the following menu commands are available but do not take effect: 



Printermenu 


Pause Printing, Purge Print Jobs 


Document menu 


Pause Printing, Cancel Printing 



Checking monitoring settings 

The EPSON Status Monitor 2 Settings menu gives you control over 
the background monitoring feature, and allows you to add and delete 
printers from the Installed Printers list. Select a printer from the 
Installed Printers list and click Monitoring Preferencesto turn 
background monitoring on or off, and to adjust the monitoring 
preferences for the selected printer. 

Click Add Printerto add a new printer to the list, or click Delete 
Printer to delete the selected printer from the list. Point to 
Background Monitoring to select when to start and stop the 
background monitoring feature. 

Click Select background monitoring ic o n to specify the type of 
printer icon that is displayed on the taskbar when background 
monitoring is turned on. 

Using the Installed Printers list 

This list displays information about the EPSON printers that are 
connected to your computer through the network and have printer 
drivers installed in your system. 
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Printer Name 

Provides the names of the installed printers. You can add or delete 
printers to be monitored by choosing Add Printeror Delete Printer 
from the Settings menu. 

To save computer resources and reduce network traffic, delete 
printers you do not need to monitor. (Doing so does not remove the 
printer driver from your computer.) 

Status 

Displays brief messages describing the current status of the printer. 

Job Count 

Displays the number of print jobs waiting to be printed from a 
particular printer. 

The job count is not displayed for Windows shared printers. 
Note: 

You can rearrange the order of the printers in the list by clicking the Printe r 
Name, Status, and] ob Count title bars. 

Using the Uninstalled Network Printers list 

The Uninstalled Network Printers list displays non-EPSON printers 
and EPSON printers that do not have installed printer drivers. 

Note: 

You need to check M 0 nito r in the Network Printer Monitoring dialog box 
during installation for the Uninstalled Network Printers list to be available. 
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To monitor network printers that do not have drivers installed in 
your computer, add uninstalled network printers as described on the 
next page. 

Printer Path: Shows the network printer path. 

Status: Shows the current printer status. 

Model: Shows the model name of the network printer. 







Prinler View Sellings Help 


fflml&l '.|>|g|i" | _sJ| 


t Installed Printers -f9 Uninstalled Network Printers | 




Printer Path 1 Stalus 1 Model 1 


||VKNw312i-hornVepl-n... Ready or Printing EPL-N1200 




j|V\Nw312j-hornVslylus... Ready or Printing. StylusCOLOR 1520 




vj^\\Nw312j-horn\epl-n... Unable to find pr... 





Note (Windows NT 3.51 and 4.0): 

You need to log on as the Network Administrator to use this feature. 
Note: 

Delete printers that appear in this list but are not always connected to the 
network and printers that the Status Monitor cannot get status information 
about, because they unnecessarily use system resources. To delete a printer, 
select the printer and click Delete Printer from the Settings menu. 
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Adding uninstalled network printers 

Before you start monitoring uninstalled network printers, you need 
to add them to the Uninstalled Network Printers list. Follow these 
steps: 

1. Click the Uninstalled Network Printers list. 

2. Click Add Printeron the Settings menu. 

3. Type the path or IP address of the printer. Or, click Browse to 
select the target printer from the network. 

Note: 

The Browse for Printer window shows the network configuration. Do 
not select printers that you cannot monitor. 




Windows 95 and Windows 98 Windows NT 3.51 and NT 4.0 



Getting detailed information about the printer status 

To get detailed information about a printer, right-click that printer 
and select PrinterStatus, or select the printer and click PrinterStatus 
on the Printer menu. The Printer Status window appears. 

There are three menus in the Printer Status window. You can switch 
between menus by clicking the tabs at the tops of the menus. 
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Checking the current status 



You can check the status of the selected printer on the C u ire nt Sta tus 
tab. If a problem occurs, the most likely solution appears in the 
Troubleshooting Message box. 




This screen capture 
shows the EPL-N2000 



This screen capture shows the , 
EPSON Stylus Color 1520 



Number 


Description 


1. Image icon 


Showsthe printer sta tus graph tally. 


2. Replace Ink 
C a rtrid g e b utto n 


Explainshow to replace an empty ink cartridge. 
Follow instructions on the screen. 


3. Current Status 
Message box 


Explainsthe current statusof the selected printer. 


4. Troubleshooting 
Message box 


Explainshow to solve problems that may occur. If 
the problem is not solved after folio wing the 
instructions, see the troubleshooting section in your 
printer's documentation. 
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Checking the Consumables information 
(EPSON Stylus COLOR/EPSON Stylus Photo series) 

The information given on the Consumables tab varies according to 
the printer you are monitoring. 




The Consumables menu for the The Consumables menu for the 

EPSON Stylus COLOR 1 520 EPSON Stylus COLOR 3000 



Number 


Description 


1. Remaining colorink 


Shows the amount of colorink remaining. 


2. Remaining blackink 


Shows the a mount of black ink remaining. 


3. Remaining paper 


Showsthe approximate amountof remaining 
paper. This feature isavailable only on some 
printers. 


4. Checkpapersize 
before 


Defines whetherthe papersize ischecked 
before printing. This feature isavailable only on 
some printers. 
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Checking the Consumables information (EPL Series) 

The information given on the Consumables tab varies according to 
the printer you are monitoring. 



ip Printer Status : \\EPSOH_TCPIP_PRIHTERS\EPL H20Q0 Q1 B 




Number 


Description 


1. Remaining paper 


Showsthe papersize and approximate 
amountof remaining paperin each paper 
source. 


2. Remaining toner 


Showsthe amountof tonerremaining. 
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Viewing Printer Information 

The Printe r Info ima tio n tab provides you with information about the 
selected printer and its options. 




Number 


Description 


1. PrinterResources 


Provides information about the printerand 
the print server. 


2. Details 


Providesdetailsaboutthe item selected in 
the Printer Resources list. 
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Setting monitoring preferences 



To make specific monitoring settings, right-click a printer and select 
Monitoring Preferences, or select the printer and click Monitoring 
Preferences on the Settings menu. The Monitoring Preferences 
window appears. 

Note (Windows NT 3.51 and Windows 4.0): 

Monitoring Preferences settings made from one computer do not affect the 
settings made from another computer. 




Number 


Description 


1. Monitoring Interval 


Determines how often the StatusMonitor 
checksfornew printerstatus information, from 
short (every 2 seconds) to long (every 60 
seconds). The default setting is 10 seconds 


2. Background 
Monitoring 


Clickthe Monitorthisprintercheck boxto 
monitorthe selected printer. A checkin the 
checkboxmeansthe selected printerisbeing 
monitored. 


3. StatusAlert 


Determines under what conditions the Status 
Alert window will open. See "StatusAlert" on 
page 11-25. 
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Background Monitoring Icon and Status Alert 



When you select M 0 n ito r th is p rinte r in the Monitoring Preferences 
dialog box, EPSON Status Monitor 2 monitors the selected printer. 

The background monitoring icon changes its color according to the 
printer's status, and the Status Alert window opens according to the 
conditions you select in the Monitoring Preferences dialog box. 

Background monitoring icon 

A printer-shaped background monitoring icon appears on the 
taskbar after you install EPSON Status Monitor 2. 

Double-clicking the background monitoring icon opens the EPSON 
Status Monitor 2 window. Right-clicking this icon opens a pop-up 
menu where you can choose to have the Status Alert displayed in 
front of other windows on the desktop. This pop-up menu also allows 
you to turn off the background monitoring feature. 



The background monitoring icon changes its color according to the 
printer status: 



Printer Icon 


Meaning 


Green 


Ready to print. 


Yellow 


Readyto print; howeverthe printerhasdetected 




sonneting that may become a problem if it isn't 




fixed. 


Red 


Cannot print because of a problem. 


Gray 


Cannot monitorthe printer. 
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Note: 

If you turn off the monitoring feature, the background monitoring icon 
disappears from the taskbar and the Status Alert window will not open. You 
can restart background monitoring by clicking Monitor now on the 
Settings menu (as shown below) and by selecting Monitorthis printerm 
the Monitoring Preferences dialog box. 



Jh 1 EPSON Status Monitor 2 



1 Install! 



fork Printers ] 

restart L n t 




1 



Status Alert 



The Status Alert window opens above the background monitoring 
icon under the conditions you select in the Monitoring Preferences 
dialog box. Click the printer name and click Printer Status on the 
Printer menu to open the Status window. 




For details about the Status menu, see page 11-16. 
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Stopping Monitoring 

EPSON Status Monitor 2 automatically monitors the printer or 
printers you designate. To stop monitoring a printer, follow these 
steps: 

1. Double-click the icon of EPSON Status Monitor 2 at the bottom 
of your desktop. 



Windows 95 and NT 4.0 



^5 



2:14 



Double-click 



Windows NT 3.51 




Double-click 



2. Click Settings, point to Background monitoring, and then click 
Stop monitoring now. 
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3. Click Printerand click C lose. 



■ EPSON Slatus Monitoi 2 




lj|EPS0N EPL-N1200[ipx] Ready or Printing 

jj EPSON Stylus COLOR 1520[ipnl Ready or Printing. 

0 EPSON Stylus COLOR 800[ipx] Unable to find pr 



|™~-~-~» r-r~P*r-J 

Note: 

You can restart the Status Monitor by clicking M o nito r fro m resta rt or 
Monitor now on the Settings menu. If you stop monitoring and close 
EPSON Status Monitor 2, the background monitoring icon disappears from 
the taskbar of Windows 95, Windows 98 and NT 4.0, but the icon remains 
on the desktop in Windows NT 3.51. To restart the Status Monitor, see 
"Starting EPSON Status Monitor 2" on page 11-10. 
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Uninstalling EPSON Status Monitor 2 



You can remove EPSON Status Monitor 2 from your computer by 
following the instructions for your operating system below. 

mm Caution: 

m ~ m Quit other programs such as virus check programs before removing 
EPSON Status Monitor 2. 

Note for Windows 95: 

If EPSON TCP/IP printing is enabled, disable it as described on 
page 11-5. 

Note for Windows NT 3.51 and 4.0: 

□ You need to log on as the Administrator. 

□ When you try to uninstall EPSON Status Monitor 2 when using 
IntranetWare Client for NT in Windows NT 3.51/4.0, a message 
reading "Could not complete Setup because EPSON Status Monitor 
2 is running. Quit EPSON Status Monitor 2 and run Setup again" 
may appear, and uninstall processing may terminate. In this case, 
delete the following files from the directory where EPSON Status 
Monitor 2 is installed, and then delete EPSON Status Monitor 2. 
Deleting these files will not cause errors in the operation of Novell 
IntranetWare Client for NT. 

Files: NETWIN16.DLL, CLNWIN16.DLL, LOCWIN16.DLL, 
NCPWIN16.DLL, NWIPXSPX.DLL, CLXWIN16.DLL, 
CALWIN16.DLL 



From Windows 95, 98, and NT 4.0 

1. Close EPSON Status Monitor 2 as described in "Stopping 
Monitoring" on page 11-26. 
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2. 



Click Sta rt on the taskbar, point to Settings, and then click 
Control Panel. 




3. Double-click Add /Re move Programs 



|E3 Control Panel 










File Edit View Help 


€j m 

32bit ODBC Accessibility 
Options 

w % 

Display Find Fast 


Add New 
Hardware 


Internet 


m 

Date/Time 

& 

Joystick 




nip 

Keyboard Mail and Fan 


Modems 


Mouse 


Multimedia 




H % 

Network Passwords 

m m 




m 

Printers 


m 

Regional 

*™ 


: 
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4. 



Click EPSON Status Monitor 2 and click the Add/ Re move 
button. 




5. Follow the instructions on the screen. 

From Windows NT 3.51 

1. Double-click Epso n in the Program Manager. 




Administrative Accessories Games 
Tools 




StartLIp Applications Main Startup 



2. Double-click EPSON Status Monitor 2 Uninstall. 





EPStRLs EPS^flLus 

Monitor 2 Monitor 2 
Readme 


EPSON Status 
Monitor 2 
Uninstall 
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3. Follow the instructions on the screen. 



Tips for Using EPSON Status Monitor 2 
Controlling the packet traffic on the network 

The computer with EPSON Status Monitor 2 communicates with the 
printer across the network. If there are many monitoring computers 
and printers to be monitored, packet traffic increases and may slow 
down the network. Limit the number of monitoring computers and 
printers to be monitored to control network traffic. 

It is a good idea to designate a single printer administrator who can 
monitor all printers on the network and allow others to monitor only 
the printer that they usually use. This is one way to decrease network 
traffic. 

The monitoring interval also affects the network traffic. Make the 
interval longer for printers at a great distance on the network. 

Monitoring printers beyond routers 

When you monitor NetWare printers located beyond dial-up routers 
in the wide area network, you are likely to be charged because of the 
line connection. Consider the network configuration and set hops 
carefully on NetWare networks. 

If you set one or more hops for the NetWare network, the search 
packet travels beyond the router. Even if there are no printers to be 
monitored beyond dial-up routers, it is likely that the dial-up line will 
be used and you will be charged more than you expect. If you do not 
monitor printers beyond routers, set the number of hops to 0 during 
installation. To reset the number of hops, reinstall the Status Monitor. 
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About uninstalled network printers 

The Uninstalled Network Printers menu shows network printers that 
do not have drivers installed in your computer. Because you can 
monitor printers without installing printer drivers, this feature is 
useful for network printer administrators. 



11-32 EPSON Status Monitor 2 (Windows Only) 



Chapter 12 
Troubleshooting 

General Problems 

You cannot configure the Ethernet card or print from the network. 
Cause What to do 

Printer settings or network First, press the status sheet button to 
settings may be wrong. try to print a status sheet, as described 

in Chapter 1. 

If a status sheet does not print, set the 
interface mode of the printer's control 
panel to Auto or O ption. If you can 
print a status sheet, check the 
network settings. 

You are unable to set the IP address using the arp command. 
Cause What to do 

The network cable may be Connect the network cable. Also, 
disconnected. check the network environment. 

The address of the router is Set the IP address of your computer 
set as the default gateway. for the default gateway temporarily. 

After setting the IP address, return 
the default gateway to the original 
value. 
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You are unable to start EPSON Net!2 for Windows. 



Cause What to do 

You have added or deleted Uninstall EPSON Net! 2 for Windows 
protocols after installing and reinstall it. 
EPSON Net!2 for Windows. 

The message "NetWare cannot be used" appears when you start 
EPSON Net!2. 

Cause What to do 

There is no NetWare server. You may disregard it if you are using 

a TCP/IP environment to print. Click 
0 K to start EPSON Net!2 for 
Windows. 

You are unable to make settings using EPSON Net!2 for Intranet. 
Cause What to do 

You haven't set the IP address Set the IP address for the Ethernet 
for the Ethernet card. card using EPSON Net!2 for 

Windows /Macintosh or the arp 

command, as described in Chapter 3. 

You can check the IP address on the 

status sheet. 

Note: 

If you have a direct connection to the Internet (not dial-up), you may need 
to apply to the InterNIC to obtain an IP address. Ask your system 
administrator for more information. 
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Problems Specific to Your Network Environment 
Windows NT environment 

Clients cannot print with TCP/IP via Windows NT Server 3.51 
(NTFS). 

Cause What to do 

You have not changed the You need to change the access rights 
access rights to allow in the 

everyone to print. \ \ WINNT35\ System32\ spool\ PRI 

NTERS directory of the NT Server. See 
"Changing the type of access of the 
spool directory" on page 7-4. 

No client except an administrator can print via Windows NT 
Server 3.51/4.0. 

Cause What to do 

The C REATO R O WN ER has Add the C REATO R O WN ER by 

been deleted from the Printer clicking the Add button on the 

Permissions list, or the Printer Permissions dialog box, or set 

C REATO R O WN ER is set to the C REATO R O WN ER to M a na g e 

Print or No Access. Documents(a default setting). 
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Windows 95 and Windows 98 environments 



A dial-up connection dialog box appears when printing with TCP/ 
IP via EPSON Status Monitor 2. 

Cause What to do 

You have selected the Printing continues normally after 

automatic dial-up option in you cancel this dialog, but the 
Internet Explorer 4. Ox for the message appears every time you 
Internet connection. print until you change this setting in 

Internet Explorer. 

You cannot print when using EPSON Stylus printers from 
Windows 95 and Windows 98. 

Cause What to do 

Print Manager is not on. On the EPSON Spool Manager's 

Queue Setup dialog box, select Sp 0 0 1 
to lo C a I p rinte r and then check the 
Use Print M a nagerfor this port box. 
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You cannot print correctly in NDS Print Server mode or NDS 
Remote Printer mode under Windows 95 or Windows 98. 



Cause 



What to do 



You may not be able to print 
correctly under the following 
conditions: 

□ When using an 
NDS queue in 
Windows 95 (version 
OSR2.1, with USB 
support) or Windows 
98. 



Open the target printer's properties 
dialog box. Click Capture Printer 
Po rt in the Details menu. Select LPT 
po rt for the Device name and 
\\ (server name)\ (print queue 
n a me ) for the Path name, then click 
OK. 



When using the printers 
listed below: 



EPSON Stylus COLOR 
800/850/1520/3000, 
EPSON Stylus 1500, 
EPSON Stylus Pro 5000 



NetWare environment 

Nothing prints even though NetWare clients completed sending 
the data to the printer. 

Cause What to do 

Clients may not be registered, Make sure clients are registered users 
or the Ethernet card may not of the print queue and the print 
be logged in to the NetWare server. Also, make sure the Ethernet 
server. card is logged in to the NetWare 

server. If you need more information 
about Print Server mode or Remote 
Printer mode, see Chapter 4 or your 
NetWare manual. 
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You are likely to be charged for the line connection depending on 
the number of hops you set. 

Cause What to do 

You haven't set a small Set hops carefully to prevent a charge 

number for the hops. for the line connection and to keep 

network traffic to a minimum. 



EPSON Net!2 will not start correctly. 
Cause What to do 

Microsoft NetWare Directory If you are using NDS service, use 
Service is installed in your Novell NetWare Client32. 
computer. 



Macintosh environment 



Printers do not appear in the Chooser. 



Cause 



What to do 



EtherTalk is not selected in □ 
the Netwo rk control panel or 
in the Ap p leTa Ik control 
panel. 



For models without Open 
Transport: 

Make sure to select EtherTa Ik 
in the Network control panel. 

For models with Open 
Transport: 

Make sure to select EtherTa Ik 
in the A p p leTa Ik control panel, 
and make sure A p p leTa Ik is 
active in the Chooser. Also, 
check the network equipment 
including the hub and cables. 
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Problems Using EPSON Status Monitor 2 



The Current Status menu shows the message 
"A communication error has occurred." 

Cause What to do 

The printer is turned off. Make sure that the power cord is 

properly plugged into the electrical 
outlet. Turn on the printer. 

The printer is running the self Turn off the printer to terminate the 
test or initializing itself. self test, and then turn it on again. 

Allow the printer enough time to 

finish initialization. 

Multiple computers are Decrease the number of monitoring 

monitoring a single printer, computers or make the monitoring 
and the printer cannot reply interval longer in the Monitoring 
to all of them at the same time. Preferences dialog box. See "Setting 

monitoring preferences" on 
page 11-23 and "Tips for Using 
EPSON Status Monitor 2" on 
page 11-31. 

The printer is not ready to Make sure the printer is ready to 
print. print. For details, see your printer 

documentation. 
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The status information does not match the real status of the 
printer. 



Cause 



What to do 



EPSON Status Monitor 2 
monitors the printer at 
intervals set in the 
Monitoring Preferences 
dialog box. A long interval 
may result in incorrect 
information. 



Click Refresh on the View menu to 
update the information. 

Decrease the monitoring interval in 
the Monitoring Preferences dialog 
box if you find that the Status 
Monitor often displays data that is 
old. 



Wait until the next monitoring 
interval and check the information 
again. 



NetWare printers cannot be monitored. 



Cause 



What to do 



You are using EPSON Net! 2. You cannot use EPSON Status 

Monitor 2 and EPSON Net!2 at the 
same time. Quit EPSON Net!2 and 
use EPSON Status Monitor 2. If you 
use EPSON Net!2, quit EPSON Status 
Monitor 2 in advance. 



You can only monitor NetWare printers in Remote Printer mode 
if the printer port number is set to 0. 

Cause What to do 

This is set internally by Use the NetWare control tool to set 

EPSON Status Monitor 2. the port number to 0. 
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NetWare print servers cannot be monitored beyond routers. 
Cause What to do 



The number of hops is set to 0. 



Change the number of hops 
according to "Changing Status 
Monitor 2 Settings" on page 11-10 
See also "Tips for Using EPSON 
Status Monitor 2" on page 11-31. 



NDS printers cannot be monitored. 
Cause What to do 

You are not using Novell's If you are using Windows NT, use 
Client software. Novell IntranetWare Client for NT. If 

you are using Windows 95 or 
Windows 98, use Novell 
IntranetWare Client 32 for Windows 
95 or Windows 98. 



An existing printer cannot be found in Windows NT 3.51. 
Cause What to do 

You may have logged on to Log on again. To clear this problem 
the network before network immediately after the operating 
modules were completely system starts, log on after access to 
loaded. the hard disk drive is completed. 
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Cannot print when using EPSON TCP/IP in Windows 95 or 
Windows 98. 



Cause What to do 



An incompatible or invalid Delete the unnecessary printer name, 
printer name is typed in the For example, 
Print to the following port "EPSO NIC PIP_Printers\ 
box of the printer's Properties 255.255.255.255 (EPL-N2000)" 
dialog box. should be "EPSO NIC PlP Printer^ 

255.255.255.255" 

If you use the EPL-N1200 To confirm the ROM version number, 
printer, only printers with the print a status sheet and make sure the 
7717 or later ROM version are first four numbers of the Firmware 
compatible. Revision number are 7717 or higher. 

See Chapter 1 for information on how 
to print a status sheet. Contact your 
dealer and purchase a ROM update if 
necessary. 

An application error occurs, and NetWare printers cannot be 
monitored when Allow monitoring is selected for monitoring 
Windows shared printers under Windows NT 4.0. 

Cause What to do 

There is a known bug in the Install Service Pack 3 or higher before 
operating system. monitoring Windows shared printers 

under Windows NT 4.0. 
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NetWare printers cannot be monitored when Allow monitoring is 

selected for monitoring Windows shared printers under Windows 
NT 3.51/4.0. 

Cause What to do 

This is a feature of EPSON Double-click Se rvic e S in the Control 
Status Panel and stop the EPSON Printer 

Monitor 2. Status Agent service. Restart EPSON 

Status Monitor 2 and then restart the 
service. This procedure must be 
repeated every time you log on to 
Windows NT 3.51/4.0. 



Windows shared printers cannot be monitored. 
Cause What to do 

This is set internally by Right-click NetworkNeighboitlOOd 

EPSON Status Monitor 2. and then click P ro p e rtie S Verify that 

File and printer sha ring for 
M ic rosoft Networks is shown in the 
list of installed components. 

Verify that EPSON Status Monitor 2 
is installed in the machine hosting the 
Windows shared printer, and be sure 
that the Windows shared printer is 
set for monitoring. 

You must set EPSON Status Monitor 
2 settings in order to monitor 
Windows shared printers. 
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Appendix A 



Uninstalling EPSON Net!2 



Follow the steps below to uninstall EPSON Net!2 for Windows. 



For Windows 95, 98, and NT 4.0 

1. Double-click the C ontrol Pa nel icon in the My Computer 
window. 

2. Double-click the Add /Re move Progra msicon. 

3. Select EPSON Net!2 and click the Add/Remove button. 



Install/Uninstell | Windows Setup ] Startup Disk | 



Jhe following software can Oe automatically removed by 
Windows. To remove a program or to modify it? installed 
components, select it from the list end click 
Add/Rei 




4. When the message "Are you sure you want to completely remove 
the selected application and all of its components?" appears on 
your screen, click Yes Uninstall is complete. 



Uninstalling EPSON Net!2 A-l 



For Windows NT 3.51 

1. Double-click the Uninsta II icon in the EPSON Net!2 window. 

2. When the message "Are you sure you want to completely remove 
the selected application and all of its components?" appears on 
your screen, click Yes 

3. When the message "Uninstall successfully completed" appears 
on your screen, click O K to complete the uninstallation. 
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Specifications 



Environmental 

Operating temperature: 
Storage temperature: 
Operating humidity: 
Storage humidity: 
Operating Vibration: 
Storage Vibration: 
Shock: 



5° to 35° C (41° to 95° F) 
-30° to 70° C (-22° to 158° F) 
20% to 80% 
5% to 95% 

0.4 G (5 Hz to 55 Hz) 
1 G (5 Hz to 55 Hz) 
4G 



Network Software 

NetWare 3.1x or 4.1x 
EtherTalk (AppleTalk) 
lpr, ftp over TCP/IP protocol 
NetBEUI 

NetBIOS over TCP/IP protocol 



Network Connectors 

Connectors and Signal Assignment: 

RJ-45: ISO/IEC8802-3 12.6 MDI Specification 

BNC: ISO/IEC8802-3 10.6.3 MAU to Coaxial Connection 
Specification 
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Regulatory Approvals 

EMC FCC part 15B Class A 

EN55022 Class A 

EN50082-1 

IEC801-2 ESD Immunity 
IEC801-3 Radiated Immunity 
IEC801-4 EFT/Burst Immunity 



Reliability 

MTBF for C82362*: 10,000 hours (power on, 100% duty) 

MTBF for 

C82363*/C82364* 268,973 hours 

MTTR: N/A (Replacement) 

❖ varies according to country 



Regulatory Approvals for AC Adapter Model EU-30 

UL1950 

CSA C22.2 No.950 

EN60950 

AS/NZS3260 
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Index 



A 

AppleTalk, 5-1, 5-5, 5-7 

zone, 5-5, 5-7 
arp, 3-8 to 3-10 

B 

Bindery emulation, 4-1 

BOOTP, 3-12, 3-15 

Browser, starting, 3-14, 4-36, 5-6 

c 

Connecting network cable, 1-5 

D 

Device name, 6-6, 6-7, 7-11 
DHCP, 3-12, 3-15, 6-5, 7-9 
Dial-up network, 4-38 

E 

Environmental specifications, B-l 
Environments, 1, 4 
EPSON Namer, 5-2 
EPSON Net!2 

for Macintosh, 3-10 to 3-13, 5-3 to 

5-5, 10-9 
for Windows, 3-10 to 3-13, 4-6 to 
4-9, 4-13 to 4-16, 4-22 to 4-25, 
4-32 to 4-34, 4-37 to 4-38, 10-1 
installing, 2-1 to 2-3 
EPSON Status Monitor 2, 5 to 7, 11-1 
to 11-32 



Ethernet card home page, 3-14 to 

3-15, 4-35 to 4-37, 5-6 to 5-8, 6-4 
to 6-6, 7-8 to 7-10, 10-12 

Ethernet card installation, 1-3 to 1-6 

Ethernet II, 1 

Ethernet SNAP, 1 

F 

File server, primary, 4-9, 4-24, 4-37 
Frame type, 1, 4-8, 4-15, 4-23, 4-36 
ftp, 9-7 

G 

Gateway, 3-12, 3-15 

H 

Hub, 3-9, 12-6 
/ 

IEEE 802.2/802.3, 1 

Initialization, 1-4, 1-6 to 1-7 

Installation 

EPSON Net!2, 2-1 to 2-3 
EPSON Status Monitor 2, 11-2 to 
11-7 

hardware, 1-3 to 1-6 

overview, 8 
Interface slot, 1-4 
IntranetWare, 4-1 
IP address, 3-1 to 3-15 
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L 

Lights, status, 1-1 to 1-2 
LPR port, 7-3 to 7-4, 7-6 

M 

MAC address, 10-5, 10-13 

N 

NDS settings, 4-24, 4-33, 4-36 
NetBEUI, 6-3 to 6-7, 7-8 to 7-12, 8-5 
NetBIOS name, 6-6, 7-11, 7-12 
NetWare 

3.1x, 4-3 to 4-16 

4.1x, 4-16 to 4-34 

basic settings in EPSON Net!2, 4-8, 
4-15, 4-23, 4-33 

effective hops, 10-3 
Network connectors, B-l 
Network number, 5-5, 5-7 
Network protocols, 3 
Network software, B-l 
Nwadmin, 4-17 to 4-21, 4-25 to 4-31 

o 

Operating environments, 3 
P 

Password, 4-9, 4-24, 10-8, 10-14, 10-16 
PCONSOLE, 4-3 to 4-6, 4-9 to 4-13 
Polling interval, 4-9, 4-24, 4-37 
Print Server mode, 4-2, 4-3 to 4-9, 4-17 

to 4-25, 4-37 
Print server, primary, 4-16, 4-34, 4-37 
Printer port number, 4-16, 4-34 



Problems 

general, 12-1 to 12-2 

Macintosh, 12-6 

NetWare, 12-5 to 12-6 

Status Monitor 2, 12-7 to 12-11 

Windows 95, 12-4 

Windows 98, 12-4 

Windows NT, 12-3 
Protocols, 1, 3 

Q 

Queue settings, 10-4 
Queues 

creating in EPSON Net!2, 4-37 to 
4-38 

creating in NetWare 3.1x, 4-4, 4-9 
creating in NetWare 4.1x, 4-19, 
4-26 

R 

RARP, 3-12, 3-15 
Regulatory approvals, B-2 
Reliability, B-2 

Remote Printer mode, 4-2, 4-9 to 4-16, 

4-25 to 4-34, 4-37 
Reset, 10-5, 10-16 
Router, 3-9 

s 

Setting the IP address, 3-8 to 3-13 
Specifications, B-l to B-2 
Spool directory, 7-4 
Status 

lights, 1-1 to 1-2 

sheet, 1-5 
Subnet, 10-3 

mask, 3-12, 3-15 

settings, 3-13 
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TCP/IP, 3-1 to 3-15, 6-2, 7-2 to 7-6, 

8-2 to 8-4 
Time-out time, 10-3, 10-10 
Troubleshooting, 12-1 to 12-11 

u 

Uninstalling EPSON Net!2, A-l to 
A-2 

Using the Ethernet card with 
Macintosh, 5-1 to 5-8 
NetWare, 4-1 to 4-41 
OS/2, 8-1 to 8-5 
UNIX, 9-1 to 9-8 
Windows 95, 6-1 to 6-7 
Windows 98, 6-1 to 6-7 
Windows NT, 7-1 to 7-12 

w 

Workgroup name, 6-6, 7-10 
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FCC Compliance Statement 
For United Slates Use is 



This equipment has been tested and found to comply with the limits for a Class A digital 
device, pursuant to Part 15 of the FCC Rules. These limits are designed to provide reasonable 
protection against harmful interference when the equipment is operated in a commercial 
environment. This equipment generates, uses and can radiate radio frequency energy and, if 
not installed and used in accordance with the instruction manual, may cause harmful 
interference to radio communications. Operation of this equipment in a residential area is 
likely to cause harmful interference in which case the user will be required to correct the 
interference at his own expense. 

This device complies with Part 15 of the FCC Rules. Operation is subject to the following two 
conditions: 

(1) this device may not cause harmful interference, and 

(2) this device must accept any interference received, including interference that may cause 
undesired operation. 

WARNING 

The connection of a non-shielded equipment interface cable to this equipment will invalidate 
the FCC Certification of this device and may cause interference levels which exceed the limits 
established by the FCC for this equipment. It is the responsibility of the user to obtain and 
use a shielded equipment interface cable with this device. If this equipment has more than 
one interface connector, do not leave cables connected to unused interfaces. 

Changes or modifications not expressly approved by the manufacturer could void the user's 
authority to operate the equipment. 

ForCanadian Users 

This Class A digital apparatus complies with Canadian ICES-003. 
Cet appareil numerique de la classe A est conforme a la norme NMB-003 du Canada. 

WARNING 

This is a Class A product. In a domestic environment this product may cause radio 
interference in which case the user may be required to take adequate measures. 



